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EQUIPMENT AND TOOLS FOR STONE PRODUCTION 



Bicknell Manufacturing Company 
Rockland, Maine 

On April 4, 1893, Bicknell Manufacturing Company was incorporated as the 
Livingston Manufacturing Company, producing stone cutting tools for Maine’s 

coastal and island quarries, which, at the time, led the nation in the production of 
granite. Fred J. Bicknell served as its first general manager, from 1893 to his 

retirement in 1927. Under his leadership, the firm acquired several smaller companies 
and expanded both its product line and sales throughout the country. 

Putnam P. Bicknell succeeded his father as general manager in 1923, and went on to 
become the company’s president in 1928. On December 31, 1930, the name of the 

company was changed to Bicknell Manufacturing Company in recognition of the 
valuable contributions made by Fred J. Bicknell. 

 
Elberton, Georgia 

As Maine’s coastal and island granite quarry production had begun to diminish, 
a southern sales outlet for stone tools and supplies was opened in Elberton, Georgia 

in 1930. Prompt shipments of its products are made from the largest inventory of 
stone cutting tools and supplies in the country. Manufacturing and sales also, 

continued in Rockland, Maine. Upon Putnam Bicknell’s retirement from the company 
in 1950, his son’s William and David Bicknell, took over management of the company. 
Under their leadership, the company grew and diversified to reach its present status. 
After William Bicknell’s retirement in 1985, David Bicknell continued to maintain the 

growth of the business and to groom the forth generation of Bicknell’s to manage the 
company. David Bicknell’s son, Bruce Bicknell is well positioned to lead the company 

on into this 21st century. 
 

Bicknell Supply Company 
On February 22nd, 1996, Bicknell sold its manufacturing plant in Rockland, Maine and 
became Bicknell Supply Company. Bicknell Supply Company intends to grow without 

compromising its commitment to product quality and customer satisfaction, a 
successful formula for 1893 through the present. The company now manufactures 

automatic blasting curtains, abrasive pick up’s, and several other items 
at their Elberton location for the stone and monument industry. 

Providing Quality Equipment, Tools, & Supplies for Stone Production 
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Do not use, rent, or sell items shown in this catalog until you have read all applicable instructions, 
warnings, and Operators Manuals. The complete understanding of all items in this catalog is the sole 

responsibility of the purchaser. Failure to comply may expose persons to severe injury or death. 
 

Breathing dust from silica sand may cause silicosis, a fatal lung disease. Breathing dust during 
blasting operations may also cause asbestosis, lead poisoning and/or other serious or fatal 

diseases. A NIOSH-approved, well maintained, supplied-air abrasive blasting respirator must be 
used by anyone handling or anyone using the abrasive and anyone in the area of the dust. Harmful 
dust containing toxic material from abrasive or surface being blasted (asbestos, lead paint, heavy 

metal paint, and other toxins) can remain suspended in the air for long periods of time after blasting 
has ceased. Follow all applicable OSHA standards. 

Due to the constant changes in product cost, we do not provide pricing in our catalog. 
While we strive to provide advance notice of any price and/or policy changes, these are subject to 

change without notification. Please contact us for any current information. 
 

Terms of payment. 
With approved Credit, terms are Invoice Net Due 30 days from date of invoice. 2% disc/15 days 

Otherwise we accept all major credit cards for net payment. 
All products are FOB Elberton, Georgia unless indicated otherwise. 

We Ship by 

Don’t see what you are looking for, give us a call. 
We carry a wide range of stone working products. 

www.bicknellsupply.com 



Automatic Blasting Curtain & Metal Room with an Auger System for abrasive removal. 
See Page 3 for information on our Electric ABC  

 
Our Fabricated Metal Room is 10-ft x 5-ft x 8.5-ft height made of 11-gage sheet metal. Large access 
doors at each end open to a full length gravity roller conveyor inside for easy movement and 
positioning of stone to be blasted. A baffle at the top permits installation of the dust collector 
ductwork. Metal room also includes an auger system for transferring abrasive out of room to the 
pneumatic abrasive pick up system for reuse. Sloped front and rear walls channel abrasive to auger. 
Auger flow is designed to match retrieval rate of the pneumatic abrasive pick up. 
700 lbs of abrasive can be reclaimed in 10 minutes. 
 
All moving components are outside of the room and curtain to minimize wear. Drive mechanisms 
and electric motors are shielded and sealed. Electrical controls are industrial quality, oil and dust 
tight. Control system is pre-wired and tested at our Elberton location. 
 
Metal Room is fabricated complete, with access doors, auger system, conveyor, and ABC. 
It requires no holes to be drilled or pits to dig for installation. 
Completed Room is ready to be raised and set into place. 
(Power supply is to be established by a qualified electrician in your area.) 
Automatic Start/Stop feature for the ABC and Empire Abrasive Blaster is available as an option. 

Advanced Abrasive Blasting System  
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This 4000 lb. room can be removed from low truck beds or trailer by 
using a fork lift with 6 foot forks. Also securely welded in place are four 

lifting eyes located on top of the room at each corner for lifting by crane. 



Automatic Blasting Curtain  
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ABC - Electric Abrasive Blasting Curtain 
 

Automatic abrasive blasting with our Bicknell ABC is the answer to fast and accurate 
production at a lower cost. It completely outmodes tedious hand blasting. 
 
No additional curtain is required. 
Totally enclosed to minimize abrasive loss from the room.  
 
The blasting nozzle is always directed squarely at the work for a precision cut.  
Vertical and horizontal travel can be quickly and easily adjusted to desired speed and  
length of travel. The ABC will perform every kind of surface finishing from a light frost  
to deeply carved letters and designs.  
 
All components are fabricated by Bicknell Supply Company to rigid quality standards.  
The electric motors and controls are industrial quality, oil and dust tight units. 
Each unit is built complete and thoroughly tested by BSC for immediate installation. 

Mechanics: AC Drive with Variable Speed 
Horizontal Travel: 82"   Speed: 396" min. 
Vertical Travel: 46"   Speed: 8.5" min. 
Electrical Requirements: One Feeder #12 AWG 60 cycle 
                                         220V 1PH   -   220V 3PH   -   208V 3PH  -    440V 3PH   (Please Specify) 
Overall Dimensions: 11'-8" x 7'-7" high x 20" deep 
Weight: 1675 lbs. 

The electrically driven  
automation for the ABC 

machine is less expensive 
compared to similar machines 

where the automation is 
provided by compressed air. 

The electricity needed to 
compress the air greatly 

exceeds the cost of  
electricity to operate the ABC. 
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***Observe all Federal and State Regulations concerning personal safety protection when using any pressurized blasting equipment.*** 



Blasting Equipment  
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BSC Shaping Curtain 
 
 

Complete Room Front Curtain for Manual Blasting. 
This curtain is designed for convenience in hand 

blasting and will keep abrasive and dust from 
escaping your blasting room when properly installed*. 
The fully extended viewing window is mounted onto 
the midsection door that can be raised up and away 
for hands on inspection of work progress. Four-ply 
apron allows operator to move blasting hose and 
nozzle back and forth with ease. Protected pillow 

block bearings allow curtain to be raised and lowered 
with little effort. Three protected light sockets are 

mounted inside for better visibility. Also available with 
electric manual control of vertical curtain movement. 

Outside dimension is 7'-6" x 7'-6" 
 

*Call for more details. 

Pneumatic Abrasive Pick up 
 

The Pneumatic Abrasive Pick up eliminates hand 
lifting of abrasive when refilling the blasting 

generator. Designed to fit on top of most standard 
blast tanks that are 22" in diameter or larger and that 
are equipped with a filler valve that can be operated 
from the side. Equipment consist of a high velocity 

Venturi type vacuum head that is connected to your 
compressed air supply line. The storage tank has a 

700 lb capacity. Included is 15' of 2" diameter 
vacuum hose, suction pick up tube, and floor 

hopper. The storage tank and floor hopper have 
removable cleaning screens for separating larger 
particles from the abrasive. The hopper can be 

placed on the floor of the blasting room, or for better 
efficiency can be placed into a shallow pit inside the 
room. Rated capacity at 90 psi with abrasive is 65 to 
70 lbs per minute. Use 1" diameter air hose or pipe 

for the compressed air supply. A 3" diameter hose or 
pipe is recommended for diverting exhaust from the 

venturi head back into the blast room. 

 A Bicknell Supply Company Exclusive 

***Observe all Federal and State Regulations concerning 
personal safety protection when using any pressurized 

blasting equipment.*** 



Model 350 Superblast with #780 Remote Control System 
 
Stationary blaster with 1” piping and DF-1 Dry-Flo moisture and oil separator. 
Pneumatic Control System complete with Automatic Sure-Flo and Air Valves. 
Remote Control Handle. 
30’ of Dual Line Hose with fittings. 
Grit Capacity: 3.5 cubic ft.      Grit is estimated at 100 lbs per cubic foot 
Includes 12-1/2’ of 3/4” I.D. Abrasive Blasting Hose, Fitted, and 4 - N1 Nozzles. 
Weight: 250 lbs.                                          ASME Code Pressure Vessel   FOB Elberton 

Model 650 Superblast with #780 Remote Control System 
 
Stationary blaster with 1-1/4” piping and DF-2 Dry-Flo moisture and oil separator. 
Pneumatic Control System complete with Automatic Sure-Flo and Air Valves. 
Remote Control Handle. 
55’ of Dual Line Hose with fittings. 
Grit Capacity: 6.5 cubic ft.      Grit is estimated at 100 lbs per cubic foot 
Includes 12-1/2’ of 3/4” I.D. Abrasive Blasting Hose, Fitted, and 4 - N1 Nozzles. 
Weight: 415 lbs.                                           ASME Code pressure Vessel   FOB Elberton 
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***Observe all Federal and State Regulations concerning personal safety protection when using any pressurized blasting equipment.*** 
 

Silica sand is not to be used with any Empire equipment or any equipment sold by Bicknell Supply Company. 

Sure-Flo Grit Valve 
 
The media path through the valve is straight down, assuring dependable flow. 
Abrasive media contacts only one part, a gum rubber pinch tube. Not only is 
the tube exceptionally long lasting, it’s also inexpensive and simple to replace. 
This will provide more production time and virtually a maintenance-free 
operation. 

“780” Controls - Vessel remains pressurized, but stops blasting when you release the remote 
                                   controls. This conserves compressed air and speeds up starts. 
 

“680” Controls - Vessel depressurizes when the remote controls are released. 
                                  This enables the vessel to be refilled automatically when equipped for automatic reclaim. 
 

Automatic Stop/Start Controls are available for use with electric automated blasting systems. 

Abrasive Blasting Machines  



Abrasive Blasting Machines  
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Ruemelin Equipment Repair 
 

Ruemelin equipment is no longer available, but repair parts are available for all 
Ruemelin abrasive generators, abrasive pick ups, and dust collectors. 

 

We inventory internal parts, bodies, and valve assemblies for the previous 
"Master", "Medium", "Junior", and "Midget" models. 

 

Castings, pick up tubes, and hoses are available for the Pneumatic Abrasive Pick up. 
And Dust Collector Bags are also available. 
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Silica sand is not to be used with any MARCO equipment or any equipment sold by Bicknell Supply Company. 

Model 1.5 cu/ft   L-Series Blast Machine 
Includes 12-1/2’ of 1/2” I.D. abrasive blasting hose, two N1 1/8 and two N1 5/32 ceramic nozzles with nozzle holder. 
Stats:   Weighs 130 lbs   14” W x 23” L x 33” H 
 

Model .35 cu/ft   L-Series Blast Machine 
Includes 8’ of 1/2” I.D. abrasive blasting hose and two N1 1/8 ceramic nozzles with nozzle holder. 
Stats:   Weighs 80 lbs   14” W x 19” L x 35” H 
 

Model .15 cu/ft   L-Series Blast Machine 
Includes 6’ of 1/2” I.D. abrasive blasting hose and two N2 3/32 ceramic nozzles with nozzle holder. 
Stats:   Weighs 25 lbs   11” W x 11” L x 23” H    *This model is now available for only a limited time, please inquire. 
                                        

Shown with #66EVD Deadman Safety Shutoff  available separately. 
This Safety Shutoff is required by OSHA standards. 

 

All MARCO models shown can be shipped by UPS. 

Model 1.5 Model .35 

Model .15 * 

MARCO   &   P.K. Lindsay   Portable Abrasive Blaste rs 
 

The mixing assemblies on both types of portable blasters are identical and repair parts are available. 
Also available are complete mixing assembly overhaul kits, bottom only mixing assembly kits, 

and kits for internal parts replacement only. 
Give us a call so we can help you determine the best repair options. 

 

Also available are specific repair parts for the discontinued  
P.K. Lindsay Models 15-L, 25-L, 35-W, 100, 200-E, 300-LEA, 300-LA, and 600-LA. 



Dust Collector  
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Micro Air Dust Collector 
A Cartridge Unit 

 

Low Maintenance 
 

Gravity Flow Design 
 

Easy Cartridge Accessibility 
 

Balanced CFM & Air to Cloth Ratio 
 

*Roto-Pulse Cartridge Cleaning 
 

Automatic After-Pulse Cycle 
 

Durable Construction 
 

Compact Design 
 

FOB Factory 

*Roto-Pulse Cleaning 
The Heart of the Micro Air Dust Collector 

 
Cleans cartridges dramatically better, up to 90% compared to 

conventional air cleaner back flush systems. Roto-Pulse provides for a 
much better cleaning of the cartridges. The air is pulsed into a 

specifically designed aluminum rotating tube with pre-drilled holes. As 
the air enters this tube, the force of the pulse causes the tube to rotate 

resulting in dirt particles being forced away from the cartridge from inside 
out. A more efficient cleaning cycle and extended cartridge life. 
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Call for more information and brochure 



Portable Air Compressors  
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Mobilair M50 
 
Portable Rotary Screw Air Compressor delivers 185 cfm  at 100 psig. 
 
Diesel Engine - Kubota V1505-T IDI      Power at Full Load - 42 hp 
Fuel Tank Capacity - 21 gal.                  Weight, Wet - 1643 lbs. 
 
Length: 133”      Width: 56”      Height: 49” 

Mobilair M26 
 
Portable Rotary Screw Air Compressor delivers 92 cfm  at 100 psig. 
 
Diesel Engine - Kubota D1105-B           Power at Full Load - 25 hp 
Fuel Tank Capacity - 8 gal.                    Weight, Wet - 1098 lbs. 
 
Length: 103”      Width: 50”      Height: 47” 

Model   M50 
 
10 Advantages 
 

  1 - Easy access canopy 
  2 - Easy to read instrument panel 
  3 - 4 micron compressor air inlet filter with maintenance indicator protects the equipment 
  4 - Direct drive Sigma Profile airend produces more air with less fuel consumption 
  5 - Heavy duty diesel engine complies with Tier 2 emissions standards 
  6 - Heavy duty torsion bar suspension system for superior road handling 
  7 - Heavy duty bumpers and lighting kit are standard 
  8 - Extra large capacity fuel tank provides 10 hours of operation 
  9 - Height adjustable hitch 
10 - Large tool box (not shown) for convenient storage 

The M26 features a contemporary compact design with one piece rotomolded canopy and integral control panel. 
               Direct drive Sigma rotary screw airend.   Heavy duty inlet filter.   Thermostatically controlled combination valve. 
               Transparent fuel tank.   Cold start battery.   Rear bumper & reflector and lighting package. 

KAESER Mobilair      M15      M17 
 
Single stage, oil injected rotary screw airend with 4-cycle, V-Twin industrial duty Honda 
engine.   Uses lead free gasoline.   Compressor and engine are disengaged for easy 
starting with one touch electric start.   Protective rotomolded polyethylene enclosure. 
 
M15   50cfm @ 100 psig      Fuel Capacity - 5 gal.      Weight - 420 lbs. 
          Length: 38.5”      Width: 31”      Height: 31” 
 
M17   60cfm @ 100 psig      Fuel Capacity - 5 gal.      Weight - 430 lbs. 
          Length: 38.5”  Width: 31”  Height: 31” 



Ingersoll-Rand Model T30  
 
Two Stage Cast Iron Reciprocating Compressor 
Kohler 12.5 hp Gasoline Engine with Alternator 
Electric Start   (Battery not included) 
30 Gallon Horizontal Receiver Tank 
Skid Mount only 
Size: 44” x 22” x 46”              Weight: 500 lbs. 
Limited 2 year Kohler Warranty 
Limited 1 year Ingersoll-Rand Warranty* 
 

Start Up Kit      Included with purchase from Bicknell Supply Company 
                              4 - quarts of IR Compressor Oil and IR Filter Elements 
                              will be serviced into unit to extend 
                              Ingersoll-Rand Warranty to 2 years* 
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Skid Mount Air Compressors  
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VANAIR Viper 80 Air Compressor 
 
Unit features a Sullair 8 Series Powertech design oil flooded 
Rotary Screw powered by a Kohler 25 hp gasoline engine. 
The Kohler engine is 4 cycle, V-Twin, Overhead Valve, Air Cooled. 
80 cfm @ 3575 rpm for 100 psig  
Battery included for 12-volt Electric Start. 
Fuel capacity is 5 gallons. 
Skid Mount with lifting hook. 
Size: 42" x 33" x 29.5" height            Weight: 535 lbs. 
 
Lifetime Warranty on the Rotary Screw Air Compressor if 
prescribed maintenance schedule is followed. 
All other parts have a 12 month warranty. 
 

Limited 2 year Warranty on Kohler engine 80 CFM 

24 CFM 



Zirconia Alundum   36/60 grit   “STONEBLAST” 
Our premium blasting abrasive. Long lasting grain in a mixed 36/60 grit. 
Recommended for use in well sealed abrasive blasting rooms with an 
abrasive pick up system for economical production. 
Excellent performance with an automatic abrasive blasting curtain. 
Packaged in a 50 lb. box.      #SB-50 
 
 
 
 
 
 
Calcined Bauxite    20/40 grit   “Sinterball” 
Specifically designed for quality blasting. Round shaped grain becomes 
angular during use for fast blasting. Low dust generation and it will not 
absorb humidity. Imported. Packaged in a 50 lb. bag.      #SB-40B 
                                    
Virgin Fused Brown Aluminum Oxide. 36 grit.   “Blastite BT” 
Closely sized grain for durable and consistent abrasive blasting 
performance.  Packaged in 50 lb. bag.      #B-36 
 
Premium Brown Aluminum Oxide Abrasive, Imported 
Available in 30, 36, 46, and 60 grit. Packaged in 50 lb bag.  #USB-(grit) 
 
Brown Aluminum Oxide - 180 grit   50 lb bag 
 
 
 
 
 
Dupont Sand. Greater visibility due to less dust generation.  
Reclaimable. Guaranteed to contain less than 5% silica, typically less 
than 3%. Packaged in 50 lb bag. 
 
STAUROLITE 
Coarse Sand - 30/60 grit. For deep blasting.  
 
STARBLAST-ULTRA 
Medium Sand - 30/80 grit. 
 
STARBLAST 
Fine Sand - 54/90 grit. 
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Blasting Abrasives  



NORBIDE Boron Carbide Nozzles       The “Blue” Nozzle      Guaranteed to Outlast any other Nozzle. 

4-1/8” Tapered Length 

1-1/8” 
Base 

4-1/8” Length 

1-3/8” 
Flange 

4-1/8” Length 

1-1/2” 
Flange 

4-1/8” Length 

1-15/16” 
Flange 

4-1/8” Length 

1-1/4”  
Thread 
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H Series L4 Straight Bore   
2L4-205H             1/8”   Bore 
2-1/2L4-255H       5/32” Bore 
3L4-305H             3/16” Bore 
3-1/2L4-355H       7/32” Bore 
4L4-405H             1/4”   Bore 

B Series L4 Straight Bore  
2L4-205B             1/8”   Bore 
2-1/2L4-255B       5/32” Bore 
3L4-305B             3/16” Bore 
3-1/2L4-355B       7/32” Bore 
4L4-405B             1/4”   Bore 

J Series UV Venturi Bore  
MUV3-317J          3/16” Bore 
MUV4-417J          1/4”   Bore 
MUV5-517J          5/16” Bore 
MUV6-617J          3/8”   Bore 

D Series UV Venturi Bore  
UV3-317D             3/16” Bore 
UV4-417D             1/4”   Bore 
UV5-517D             5/16” Bore 
UV6-617D             3/8”   Bore 

E Series UV Venturi Bore  
UV3-317E             3/16” Bore 
UV4-417E             1/4”   Bore 
UV5-517E             5/16” Bore 
UV6-617E             3/8”   Bore 

Nozzles for Abrasive Blasting 

N1 Ceramic Blasting Nozzle  
 
Available in orifices of:  
3/32”, 1/8”, 3/16”, 1/4”, 5/16”, 3/8”. 
 
Fits in #BK746 & BK20 Round Nuts, 
and Lindsay Type #66EC Hex Nut. 

N3 Ceramic Blasting Nozzle  
 

Available in orifice of 3/32” 
Fits in BK396 & BK755 Nozzle Nut.   N2 Ceramic Blasting Nozzle  

 
Available in orifices of 3/32” & 1/8”  
 
Fits in #BK395 Nozzle Nut. 

3-3/4” Tapered Length 

1-1/8” 
Base 

���������

1-5/16” Tapered Length 

7/16” 
Base 

5/16” 
Base 

15/16” Tapered Length 

N3L Ceramic Blasting Nozzle  
 
Available in Orifice of 5/64” 
Fits in BK396 & BK755 Nut 

5/16” 
Base 

1-5/16” Length 

Boride Shaping Nozzle  
 
Solid Boride Shaping Nozzle. 
 
#TL2-1 has a 3/32” Orifice. 
#TL2-2 has a 1/8” Orifice. 
 
Fits #BK395 Nut 

GB-Nozzle 
Small shaping nozzle or detailing carvings. 

Brass holder sold separately. 



Fittings for Abrasive Blasting  
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For 
N1 Ceramic Nozzle - Taper 

Norbide H Series Nozzle - Taper 
Norbide B Series Nozzle - Flange 

BK397 Adaptor* 
 

(*See bottom of this page) 

For 
Norbide J Series Nozzle - Flange 

For 
N1 Ceramic Nozzle - Taper 

Norbide H Series Nozzle - Taper 
Norbide B Series Nozzle - Flange 

For 
Norbide J Series Nozzle - Flange 

BK739 Coupling BK746 Nut 

BK750 Coupling BK771 Nut 

BK771 Nut 

BK746 Nut 

BK766 External Connector 

BK766 External Connector 

BK746 Nut 
BK397 Adaptor 

BK395 Nut 

For 1/2” Pipe Thread 

For 3/4” Pipe Thread 

For 
Abrasive Blasting 

Hose with 
1-1/2” O.D.  

or 
1-7/8” O.D. 

*** Specify *** 

BK386 
Gasket 

BK386 
Gasket 

BK386 
Gasket 

BK386 
Gasket 

BK439 Reducer 
BK396 Nut 

For 
N2 Ceramic Nozzle 
TL1-2   &   TL2-2 

For 
N3 Ceramic Nozzle 

Aluminum 

Aluminum 

Aluminum 

Aluminum 

For 
Abrasive Blasting 

Hose with 
1-1/2” O.D.  

or 
1-7/8” O.D. 

*** Specify *** 

For Abrasive Hose 
1-1/2” O.D. - 3/4” I.D. 

NHA1   External Connector - Aluminum 
For 

Norbide E Series 
1-1/4” Thread 



Fittings for Abrasive Blasting  
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For Abrasive Hose 
1-1/2” O.D. - 3/4” I.D. 

BK10   
External Connector 

Steel 

BK20  Nut 
Steel 

For 
N1 Ceramic Nozzle - Taper 
Norbide H Series - Taper 
Norbide B Series - Flange 

For Abrasive Hose 
1-1/2” O.D. - 3/4” I.D. 

BK10   
External Connector 

Steel 

BK30  Nut 
Steel 

For 
Norbide J Series - Flange 

For Abrasive Hose 
1-1/2” O.D. - 3/4” I.D. 
1-7/8” O.D. - 1” I.D. 

BK767UV   
External Connector 

Aluminum 

BK769UV  Nut 
Aluminum 

BK768 
Gasket 

For 
Norbide D Series - Flange 
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Couplings for Abrasive Blasting  

Aluminum Quick Coupling 
for attachment to blaster for accepting 
hose quick coupling shown on the left. 

 
#ASC125   1-1/4” NPT 

Aluminum Quick Couplings 
for attaching abrasive blast hose to blaster. 

 
#Q1A   for    3/4” ID - 1-1/2” OD Hose 
#Q2A   for    1” ID - 1-7/8” OD Hose 

Photos Coming Soon 
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BK388 Round Hose Nipple BK395 Nut 

For    
N2 Ceramic Nozzle 
TL1-2   &   TL2-2 

BK388 Round Hose Nipple BK439 Reducer BK396 Nut 

BK388 Round Hose Nipple BK754 Reducer BK755 Nut 

BK396 Nut 

BK755 Nut 

BK39-390 Nipple 

BK39-390 Nipple 

BK077 Hose End BK395 Nut 
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Fittings for Abrasive Blasting  
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BK077 Hose End 

BK077 Hose End 

BK439 Reducer 

BK754 Reducer BK755 Nut 

BK396 Nut 

For  
N2 Ceramic Nozzle 
TL1-2   &   TL2-2 

For 
N3 Ceramic Nozzle 

For 
N3 Ceramic Nozzle 

For 
N3 Ceramic Nozzle 



Hose & Fittings  
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Coupled Air Hose 
 

Heavy Duty 3/4” I.D. Air Hose 
With crimped Universal Quick Couplings. 

300 PSI            50 ft. Length. 
#MU-50-3/4 

Air / Water Hose 
 

Hose available in 
3/8” - 1/2” - 3/4” - 1”  I.D. 

200 max PSI      Sold per ft. 
 

Also available in 50 ft. length 
with standard water fittings.  

Universal Quick Couplings      Air / Water 

Hose Ends 
Available for 

3/8” - 1/2” - 3/4” - 1”  I.D. 

Female Pipe Thread 
Available in 

1/2” and 3/4” NPT 

Male Pipe Thread 
Available in 

1/2” and 3/4” NPT 

Replacement gaskets for 
universal quick couplings.  

#AWR4 

Hose Cocks 
 

Shut off valves for air hose. 
Available for  

3/8” I.D. and 1/2” I.D. air hose. 

Hex Hose Nipple 
 

#842 
For 3/8” I.D. Air Hose 
with 1/4” Pipe Thread 

Water Saver Nozzle 
 

Heavy Duty   -   Activated by flexing nozzle 
Part #B-COM 

Abrasive Blasting Hose 
 

Natural Rubber, Polyester Cord, Synthetic Rubber Cover   -   150 psi Max W. P. 
 
Available as:     1” ID x 1-7/8” OD   4-Ply                1/2” ID x 1-1/8”  OD   2-Ply 
                      3/4” ID x 1-1/2” OD   4-Ply                 3/8” ID x 47/64” OD   2-Ply 

#840   3/8” #841   1/2” 



Stencil Cutting Machines and Plastic Characters & D esigns  

The Bicknell hand crank roller stencil cutting machines operate on the basis of a tray being pressed as it rolls forward 
then reversed between rollers. The rollers are preset to the thousandths of an inch for proper pressing. Machines are 

designed to be used with plastic die-cutting letters, numerals, and designs as they are uniform in thickness. Each 
machine is built here in Elberton and replacement parts are available if needed, but there is very little to go wrong with 

these sturdy machines. These hand crank models are easily used in the shop or on-site as they are small and 
lightweight.   Both models can be shipped by UPS. 
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Model 6H-E Model 12H-E 

Style Sizes Available (inch) Pieces per Set Letters Numerals Punctuation 

Modified Roman 3/4, 1, 1-1/4, 1-1/2, 1-3/4 
2, 2-1/4, 2-1/2, 2-3/4, 3, 3-1/2 

114 
84 

3 of each 
3 of each 

3 of each 
None 

6 
6 

Condensed Roman 3/4, 1, 1-1/4, 1-1/2, 1-3/4 
2, 2-1/4, 2-1/2, 2-3/4, 3, 3-1/2 

114 
84 

3 of each 
3 of each 

3 of each 
None 

6 
6 

��������� 5/8, 3/4, 1, 1-1/4, 1-1/2 
1-3/4, 2, 2-1/2, 3, 3-1/2 

114 
84 

3 of each 
3 of each 

3 of each 
None 

6 
6 

Government 1/2, 3/4, 7/8, 1-1/8, 1-1/2 114 3 of each 3 of each 6 

Double Outline 
(Size is inside letter) 

1, 1-1/4, 1-3/8, 1-1/2, 1-3/4 
2, 2-1/2, 3, 3-1/2 

4 

123 
93 
97 

3 of each 
3 of each 
3 of each 

3 of each 
None 
None 

6 
6 

None 

Raised  
Modified Roman 

3/4, 1, 1-1/4, 1-1/2 
1-3/4, 2, 2-1/2, 3, 3-1/2 

114 
84 

3 of each 
None 

3 of each 
None 

6 
6 

Modified Roman 
Heavy Bar 

3/4, 1, 1-1/4 114 3 of each 3 of each 6 

Modern Roman 3/4, 1, 1-1/4, 1-1/2 
1-3/4, 2, 2-1/2, 3 

114 
84 

3 of each 
3 of each 

3 of each 
None 

6 

Classic Roman 3/4, 1, 1-1/4, 1-1/2 114 3 of each 3 of each 6 

�����������	
� 3/4, 1, 1-1/4, 1-1/2 
1-3/4, 2, 2-1/2 

114 
84 

3 of each 
3 of each 

3 of each 
None 

6 
6 

Vermarco 
Double Outline 

1, 1-1/4, 1-1/2 
1-3/4, 2, 2-1/2, 3 

114 
84 

3 of each 
3 of each 

3 of each 
None 

6 
6 

Polished Edge 3/4, 1, 1-1/4, 1-1/2 
2, 2-1/2, 3 

114 
84 

3 of each 
3 of each 

3 of each 
None 

6 
6 

Shadow OutlineShadow Outline  2, 2-1/2, 3, 3-1/2 80 3 of each None 6 

���������	
� 3/4, 1, 1-1/4, 1-1/2, 
2, 3 

105 
85 

78 
78 

2 of each 
None 

7 

Hebrew 3/4, 1, 1-1/4, 1-1/2 64 2 of each None None 

For use with  
Roller or Plunger type Stencil Machines. 

 

Call for Letter & Design Catalog. 



Anchor #211 Stencil Filler 
A Medium Tack  adhesive designed for use with stencil #111, #112, #117, #153, #157, and #158. 
On polished surfaces it is recommended that a light coat be applied. 
For best results on frosted, axed or steeled surfaces, apply two coats.      Available in Gallons only. 
 
Anchor #223 Stencil Filler 
A Low Tack  adhesive designed for use with stencil #123, #124, #154, and #129. 
On polished surfaces it is recommended that a light coat be applied. 
For best results on frosted, axed or steeled surfaces, apply two coats.      Available in Gallons only. 
 
Anchor #333 Stencil Filler 
Water Based Stencil Filler is water washable. Compatible with all Anchor Stencil. 
Using a cheap nylon brush, apply a thin even coat across the surface.   Allow the filler to dry, usually about 20 minutes. 
Filler will change from a milky blue/white color to a slightly amber/clear appearance when it is dry. 
Simply wash off with soap and water.   Call for more information.              Available in Gallons only. 
 
 
Anchor Stencil #111   Designed for Hand Cutting 
(43.0 mils-w/o liner) Tan rubber with Medium Tack  rubber adhesive and a white liner. 
Available in widths of  12-3/4”, 14-1/2”, 18-3/4”, 21”, 25”, and 30”      10 yard rolls only. 
                                  (12-3/4” and 14-1/2” are packaged and sold as 2 rolls per case) 
 
Anchor Stencil #123Y (Yellow Mylar) & #123 (Clear Mylar)   Designed for Press Machine Cutting 
(48.0 mils-w/o liner) Tan rubber, with Medium Tack  rubber adhesive, mylar sheet, and a light blue liner. 
Available in widths of  12-3/4”, 15”, 18-3/4”, 21”, 25”, and 30”      10 yard rolls only. 
                                  (12-3/4” is packaged and sold as 2 rolls per case.   21” available with clear mylar only) 
 
Anchor Stencil #154Y (Yellow Mylar) & #154 (Clear Mylar)   Sprocket Fed  1/2” O.C. Hole Punch   (IBM) 
(48.0 mils-w/o liner) Tan rubber with Medium Tack  rubber adhesive, mylar sheet, and a light blue liner. (#123) 
Hole pattern is for IBM type sprocket.   Rubber extends to edge. 
Widths available are 30”, 25”, 18-3/4”, 15”, 12-3/4” in 10 yard rolls.      30” and 25” also available in 20 yard rolls. 
18-3/4”, 15”, and 12-3/4” are Clear Mylar only. 
 
Anchor Stencil #129Y (Yellow Mylar)   Sprocket Fed   (see details) 
(45.0 mils-w/o liner) Tan rubber with Medium Tack  rubber adhesive, yellow mylar sheet, and a clear liner. 
Hole pattern on 25” and 30” is for IBM type sprocket only. 15” will work on most types of plotters. 
Rubber is trimmed back 1/2” from each edge on the 30” and 15”.   Rubber extends to the edge on 25”.  
Widths available are: 30”, 25”  and 15” in 10 yard rolls.      30” and 25” also available in 20 yard rolls. 
 
Anchor Stencil #124Y (Yellow Mylar) & #124 (Clear Mylar)   Sprocket Fed     Gerber Slotted Hole Punch 
(48.0 mils-w/o liner) Tan rubber with Medium Tack  rubber adhesive, mylar sheet, and a light blue liner. 
Hole pattern is slotted for Gerber type sprocket.   Rubber extends to edge. 
Widths available are: 30” and 15” in 10 yard rolls.   30” also available in 20 yard rolls. 
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Stencil & Filler for Abrasive Blasting  



Anchor Stencil #153   Friction Feed 
(33.0 mils-w/o liner) Tan rubber with Medium Tack  rubber adhesive, clear mylar sheet, and a clear liner. 
Unpunched, rubber is trimmed back a 1/2” along each edge so wheels can clamp down on liner. 
Available in 19-7/8” and 24” widths in 10 yard rolls. 
 
Anchor Stencil #156   Sprocket Fed  1/2” O.C. Hole Punch   (IBM) 
(33.0 mils-w/o liner)  Tan rubber with High Tack  (aggressive) rubber adhesive and a clear liner. 
Rubber is trimmed back a 1/2” along each edge. 
Available in a 30” width in 10 yard roll. 
 
Anchor Stencil #157   Sprocket Fed  1/2” O.C. Hole Punch   (IBM) 
(33.0 mils-w/o liner)  Tan rubber with Medium Tack  rubber adhesive and a clear liner. 
Rubber is trimmed back a 1/2” along each edge on the 15” and extends to the edges on the 30”. 
Available in 15” and 30” in 10 yard rolls. 
 
Anchor Stencil #158   Sprocket Fed  1/2” O.C. Hole Punch   (IBM) 
(46.0 mils-w/o liner)  Tan rubber with Medium Tack  rubber adhesive and a thinner 2mil liner. 
Rubber extends to the edges. 
Available 25” and 30” in 10 yard rolls. 
 
Anchor Stencil #116   Sprocket Fed   (see details) 
(33.0 mils-w/o liner)  Tan rubber with High Tack  (aggressive) rubber adhesive and a clear liner. 
Rubber is trimmed back a 1/2” along each edge on the 15” and extends to the edges on the 30”. 
Available in 15” and 30” in 10 yard rolls. 
 
Anchor Stencil #117   Sprocket Fed   (see details) 
(33.0 mils-w/o liner)  Tan rubber with Medium Tack  rubber adhesive and a clear liner. 
Rubber is trimmed back a 1/2” along each edge on the 15” and extends to the edges on the 30”. 
Available in 15” and 30” in 10 yard rolls. 
 
Anchor Stencil #125   “Signblast” 
(36 mils-w/o liner)  Tan rubber with High Tack  (aggressive) rubber adhesive and a orange liner. 
The strength of the adhesive eliminates the need for filler or spray adhesives. 
Available in 25” in a 10 yard roll.  
 
Anchor Stencil #128   Designed for Glass Etching 
(20 mils w/o-liner)  Tan rubber with petroleum based adhesive system and a paper liner. 
Available in 25” and 30” in a 10 yard roll. 
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Anchor Blastlite with High Tack Adhesive   (22 mils w/o-liner)   10 yard rolls only 
T226   Unpunched for Hand Cut & Friction Feed                        Available in 15”, 20”, 25”, 30” widths. 
T216   Punched for Sprocket Fed Gerber type                           Available in 30” width. 
T216   Punched for Sprocket Fed Gerber and 1/2” O.C. (IBM)   Available in 15” width. 
T256   Punched for 1/2” O.C. (IBM)                                            Available in 30” 

Anchor Blastlite with Medium Tack Adhesive   (22 mils w/o-liner)   10 yard rolls only 
T227   Unpunched for Hand Cut & Friction Feed                        Available in 15”, 20”, 25”, 30” widths. 
T217   Punched for Sprocket Fed Gerber type                           Available in 30” width. 
T217   Punched for Sprocket Fed Gerber and 1/2” O.C. (IBM)   Available in 15” width. 
T257   Punched for 1/2” O.C. (IBM)                                            Available in 30” 



��  Stencil Filler #2 
Light Beige rubber based coating used to increase the adhesion of 3M Abrasive Blasting Stencils to stone surfaces 
during the blasting process. Typically used on smooth or polished surfaces.   Available in Gallons and Quarts. 
 
��  Stencil Filler #3      Same as #2 except designed for axed or frosted surfaces.   Available in Gallons only. 
 
��  #465 Adhesive Transfer Tape   Double sided tape for adhering stencil to Stone or Brick for blasting. 
                                                                   60 yard rolls.   Available in widths of   2”,   4”,   6”,   and   8” 
 
��  Abrasive Blasting Stencil #519Y (Yellow Laminate)  
45.0 mil (1.1 mm) tan rubber with rubber adhesive, yellow translucent polyester inner liner with rubber adhesive, and 
easy release white polypropylene outer liner. Die cut, double liner format. 
Available in widths of 12-1/2”, 15”, 18-3/4”, 21”, 25”, and 30” in 10 yard rolls. 
 
��� Abrasive Blasting Stencil #520 
45.0 mil (1.1 mm) tan rubber with gray rubber adhesive and easy release clear film liner. 
Hand and Die cut, single liner format.  
Available in widths of 25”, 18-3/4”, and 15” in 10 yard rolls. 
 
��  Premium Abrasive Blasting Stencil #519YP2T (Yellow Laminate) 
Total Thickness: 45.0 mils (1.1mm) Tan rubber with rubber adhesive, yellow translucent polyester inner liner, with rubber 
adhesive, and easy release translucent polyester outer liner. Computer cut, Tractor Feed, Double liner format. 
Available in widths of 32-3/4”, 30”, 27-1/2”, 25”, and 15” in 10 yard rolls.   The 30” and 25” are also available in 20 yard.�
�
��  Abrasive Blasting Stencil #519YT (Yellow Laminate) 
Total Thickness: 45.0 mils (1.1mm) Tan rubber with rubber adhesive, yellow translucent polyester inner liner, with rubber 
adhesive, and easy release white polypropylene outer liner. Computer cut, Tractor Feed, Double liner format. 
Available in 30”, 25”, 21”, 18-3/4”, and 15” in 10 yard rolls.   The 30” and 25” are also available in 20 yard rolls. 
 
��  Premium Abrasive Blasting Stencil #519YP2S (Yellow Laminate) 
Total Thickness: 45.0 mils (1.1mm) Tan rubber with rubber adhesive, yellow translucent polyester inner liner, with rubber 
adhesive, and easy release translucent polyester outer liner. Computer cut, Slot Punched, Double liner format. 
Available in widths of  30” and 15” in 10 yard rolls.   30” is also available in a 20 yard roll. 
 
��  Abrasive Blasting Stencil #519YS (Yellow Laminate) 
45.0 mil (1.1mm) Tan rubber with rubber adhesive, yellow film laminate, with rubber adhesive, and easy release 
translucent white liner. Computer cut, Slot Punched, Double liner format. 
Available as 30” and 15” in 10 yard rolls.   30” is also available in a 20 yard roll. 
 
��  Abrasive Blasting Stencil #520T 
45.0 mil (1.1mm) tan rubber with gray rubber adhesive and easy release clear film liner. 
Computer cut, Tractor Feed, Single liner format.   Available in 30”, 25”, 18-3/4”, and 15” width in 10 yard rolls. 
 
��� Abrasive Blasting Stencil #520S 
45.0 mil (1.1mm) tan rubber with gray rubber adhesive and easy release clear film liner. 
Computer cut, Slot Punched, Single liner format.   Available in 30” and 15” in 10 yard rolls. 30” available in 20 yard rolls. 
 
All stencil products: Yellow inner liner provides heightened visibility of cut designs for better picking productivity, 
                                 improved blasting accuracy, and efficient cleanup of liner residue. 
                                All ��  Sandblast Stencil Products should be rolled down firmly for maximum adhesion. 
                                Apply to warm, clean, dry surfaces. If stencil is applied to a cold surface, condensation can form as 
                               the surface begins to heat up from blasting, causing stencil adhesion to surface to diminish. 
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Stencil Knives 
 
#H-SPINDLE    Solid steel knife with double edge blade. 12” length. 
 
#2064             Aluminum body with removable single blade. 8” length. 
 
#2063             Aluminum body with removable single blade. 5” length. 
 
#2065             Aluminum body with two removable blades and spacers for  
                       consistent parallel cutting of variable V-Lines. 5” length. 
 
#2068             Replacement Blades are Constant Sharp on one edge. 
                       Sold singularly or by the dozen. 

Stencil Rollers 
 

#2069      1” diameter x 2” wide roller. 
 

#2070      1” diameter x 4” wide roller. 
(Specify either Plastic or Steel roller) 

Plastic Filler Jar   #PFJB1 
 

With screw on lid and removable round brush. 
Container for stencil filler at work station. 
Replacement Brush available.   #PFJ-B 

Metal Filler Can   #FCJ 
 

With screw on lid, handle, and 2” wide brush attached. 
Container for stencil filler at work station. 

Replacement lid, handle, & brush available. #FCJ-B 
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Stenciling Accessories  



DRAFTING 

Anchor  #515 Masking Tape      60 yard roll      Available in widths of   3/4”  and  2” 

Carboff Paper       “Rubbing Paper”      Available in BLUE color only.      Roll is   25-1/2”   x   100 ft.      #5813 

Black Carbon Paper       Single Sided   26”   X   39” Sheet      Sold per Tube containing 12 Sheets      #BC-S26 

White Carbon Paper       For transferring artwork to polished stone for etching. 
                                              18”   X   26”   Sheet   -   Sold per Tube containing 6 Sheets      #ST1263-6 
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Tracing Paper       16# Vellum Drafting Paper in 50 yard roll      Available in widths of 36” and 42”      #IJ16V 

Tracing Paper       25# Parchment Tracing Paper in 50 yard roll      36” width only.      #Trace-36 

��  #234 Masking Tape      6” wide x 60 yard roll 

Blue Carbon Paper       Single Sided   7-1/2” x 20’   2-Ply Roll   #5815 

Plastic Triangles 
 
Professional Quality by STAEDTLER 
 
30 - 60 degree available in lengths of   6”   8”   10”   12” 
45 - 90 degree available in lengths of   6”   8”   10”   12” 

45 - 90 

30 - 60 

Center-Finding Rule   Aluminum 
 
Available in lengths of   18”   24”   36”   48” 

Straight Rule   Aluminum 
 
Available in lengths of   18”   24”   36”   48”   60”   72” 



Lithichrome Information  

Aerosols. 
(The use of Lithichrome Shadow in aerosol cans is recommended for convenience in the field only.)  
Remember the following. Rotate the head about a 1/4” turn and rotate occasionally. This should keep the head 
from getting clogged. If spray head becomes clogged, run fingernail through slot at base of head and replace 
with a gentle twisting motion. Never stick any object in the hole for cleaning as this will only damage the 
spray head. Shake can vigorously at first and then occasionally for a good mixture. Do not spray too close to 
the stone as these aerosols tend to come out heavy, and too far from the stone will result in a “dry” spray.  
Practice on a scrap piece of stone to learn this distance. When finished spraying, hold can upside down and 
press valve button for a few moments. This will clean out the atomizer hole for next use. No aerosol will spray 
well when cold. Gasoline will wash out aerosol Lithichrome and this reinstates the recommendation that 
highly flammable gasoline not be used for cleaning. Always wear safety protection. Avoid breathing any 
vapors and contact in eyes and on skin. 
 
Airmite Spray Gun. 
Always flush out the Airmite after each use with Lithco Solvent or place the Airmite in a container where the 
nozzle and material tube is submerged in this Solvent. This will keep Shadow and Hilite from drying and  
plugging up the gun. If Airmite becomes clogged, simply remove the nozzle stem from the nozzle and use  
Solvent with a small pin to clean out the atomizer hole. Make sure the pin is small enough so that the hole will 
not be enlarged. Rarely is an Airmite returned for repair. Of those returned, 90% are from the gun not being 
cleaned after use and some dry Shadow or Hilite has clogged up the passages. The Airmite Spray Gun will 
spray best with about 50 psi. of air. Avoid breathing any vapors and contact in eyes and on skin. 
 
Shadow & Hilite. 
Shadow and Hilite  will adhere to the stone properly without peeling if the following is done correctly.  
Make sure stone is not wet. Holding the gun too far away will result in a dry spray, especially in hot weather.  
Applying too much will result in some Shadow or Hilite  being pulled off of the stone with the rubber stencil. 
Apply by spraying at angles and then straight into the area being shadowed to ensure a complete coating. 
 
Hilite & White. 
Hilite is designed to produce a white contrast similar to steeling and is not an opaque coating. 
If an opaque coating is desired as in a white letter in a polished surface, use Lithco White Color. 
 
Permabond & Clear. 
Permabond will reduce the contrast of any Shadow or Hilite without reducing its bonding strength. It can also 
be used as a light overcoat on colors for added protection. Clear has a silicone bonding resin for weather  
resistance. Clear used as an overcoat will give colors maximum protection against weathering.  
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Lithichrome Shadow  
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Black Shadow 
For maximum contrast. Produces a black letter of extreme contrast.  

A small amount is needed for maximum results.  
Available in Pints, Quarts, Gallons, and a 5 Gallon container. 

Transparent Grey Shadow 
A beautiful natural “shadow” with no form of coloration visible to the eye when viewed closely.  

Harmonizes with all granites, regardless of color.  
Available in Pints, Quarts, and Gallons. 

Dark Grey Shadow 
For a darker contrast than the Transparent Grey, yet not opaque.  

Texture of granite is visible through this grey.  
Available in Pints, Quarts, and Gallons. 

Abrasive Shade Shadow 
Use if a contrast comparable to “bluing” with abrasive dust is desired. Ideal for marble or any granite. 

Considerably better lettering legibility than with tedious abrasive bluing, yet fully as natural in appearance. 
Available in Pints, Quarts, and Gallons. 

Brown Shadow 
This shadow is preferred by many for pink or brown granites. Not opaque, texture of stone is visible.  

If a darker brown is wanted, add Dark Grey Shadow or Black Shadow to this Brown Shadow.  
Available in Pints, Quarts, and Gallons. 

Blue-Grey Shadow 
Gives a natural blue-grey tone. If less contrast is desired, add Permabond. 

Available in Pints, Quarts, and Gallons. 

Lithichrome Shadow is the standard for contrasting monumental lettering and backgrounds.  
It is applied by the Airmite Spray Gun, a brush, or aerosol can. 

To reduce the contrast of any Shadow, add some Permabond (a clear Shadow) to reduce its color without affecting its 
bonding strength. See the Lithichrome information page.   UPS only. Shipment by Parcel Post is Forbidden. 

Aerosol Shadow 
Available in Black, Grey, Hilite (White), Brown, Gold, and Clear. 

Sold individually or case of 12 cans. 
No aerosol can compare to the Airmite Spray Gun for spraying economy. Aerosols are not recommended for shop 
production but are handy in the cemetery or when the shop air is unusually wet. Certain high test gasoline's may 
dissolve the aerosol Shadows and Hilite though it will not affect regular Shadow or Hilite. It is recommended that 

dangerous gasoline is not used for cleaning. See the Lithichrome information page. 
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Hilite 
 

Hilite is used for whitening flashed panel inscriptions and carvings on all kinds and colors of granite.  
Hilite applied proficiently can not be distinguished from the finest steeled effects. Applied as intended, Hilite has no 

visible coloration apparent to the eye, when viewed closely. Hilite is so extremely fine in particle size that when bonded 
into the sub-pores of granite, weathering has remarkable little effect upon it. 

Available in Pints, Quarts, and Gallons. 
 

Also available in aerosol cans and recommended for cemetery use. There are many old monuments  
having sunken v-line lettering in a polished face with no contrast. Aerosol Hilite can make these 

Letters legible with no masking. Simply wipe the over spray from the polished surface with a cloth wet with Solvent, 
described below. Dull panels and floral carvings can be restored in this same manner.  

Lithichrome Products                                   UPS only - Shipment by Parcel Post is Forbidden 

Solvent 
 

For cleaning the Airmite Spray Gun and airbrushes. Also for removing Shadows, Hilite, and Lithco Colors when 
necessary. Lithco Solvent is the thinner for Lithco Colors if any thinning is needed for spraying. 

(Hilite and Shadow need no thinning for perfect spraying.)   Available in Quarts, Gallons, and 5 Gallon container. 

Permabond 
 

Permabond is a clear Shadow or Hilite. Its function being to reduce the color tone of any Shadow or Hilite without any 
reduction in bonding strength. Shadow as factory produced is of the best contrast for most applications, but occasionally 

less contrast is desired. Hilite should require no Permabond for a perfect transparent effect, but a new user might add 
some Permabond until they become familiar with using an Airmite Spray Gun. Permabond can also be used as a light 

overcoat for added protection. Available in Pints, Quarts, and Gallons. 

Joint & Bottom Sealer 
 

Highly recommended for the memorialist. Stone exposed to the ground or uncured concrete will have moisture seeping 
upward into the stone causing discoloration. If the bottom is sealed against the acid and alkali found in the earth, the 
moisture will dry out without any permanent staining. Lithco Joint & Bottom Sealer dries in about 5 minutes at room 

temperature. It can be applied by brush or spray although if being sprayed, keep this sealer off of other surfaces as there 
will be a slight color change. It is soluble in Lithco Solvent. (Also see “Bondri” for further stone protection.) 

Available in Gallons. 

Saw Sheen 
 

Specifically developed for transforming sawed colored granite from a dull colorless appearance to a colorful honed finish. 
On gray granite it gives a natural contrast comparable to abrasive bluing.  

Saw Sheen leaves no film or pigmentation to peel, chip, or fade. Saw Sheen is not practical for polished granite or 
marble as this will leave a film on these surfaces. Saw Sheen viscosity is about like water and is best applied by brush. 

Available in Pints, Quarts, and Gallons. 

Hipolish 
 

Hipolish is a concentrated silicone process for enhancing the appearance of polished granite for a more lustrous finish 
and making it impervious to water. Hipolish is best applied by rubbing it thoroughly with a heavy cloth or better, with the 
palm of your hand. DO NOT USE A BRUSH. The quantity used and thoroughness of rubbing will determine the depth of 
penetration. Make certain all areas are well impregnated. If any Hipolish should get on steeled or rock pitched surfaces, 
remove immediately with Lithco Solvent or naphtha as it will stain these surfaces. It is recommended that practicing the 

application of Hipolish be done on a scrap piece of granite before attempting on a finished memorial. 
Wash hands thoroughly after use and keep away from eyes.   Available in Pints. 24 



Lithichrome Application 

Airmite Spray Gun 
 

This inexpensive spray gun is an exclusive product from the Cleveland Lithichrome 
Company and is designed specifically for the application of Lithichrome products. The 
Airmite sprays best using about 50 lbs. air pressure. A glass bottle is included. Plastic 
jars are also available and sold separately. Please read the “Lithichrome Information” 

page in this catalog for more information.   #1500 

Paasche Air Brush 
 

This sturdy air brush is simple to use and clean. Those with artistic abilities will be 
able to blend Lithco Colors using this spray gun. Has an adjustable nozzle for color 
volume and the distance between the nozzle and the stone determines the width of 

spray. Air pressure requirements are 10 - 30 psi. depending on 
application and color consistency. Hose and wrenches are included.   #AIR BRUSH 

“Speedy” Air Regulator 
 

This regulator can handle pressures up to 150 psi. 
and will regulate a constant flow from 0 - 140 psi. 

Pressure gauge included. 

Regulator - Air Filter 
 

It is very important that the air supply and regulator being used for the application 
of Lithichrome products be absolutely free of oil, water, and debris. For extra 

assurance, add this durable inexpensive filter regulator to the line supplying air to 
the regulator and spray guns. A drain cock is located for manually draining any 

condensation. For pressures up to 150 psi. 
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Artist Paint Brushes 
 

Three sizes available 
1/8”   3/16”   1/4” 

��    Detail Spray Gun 
 

Professional Quality for precise application. 
Chrome Plated Aluminum Body.   Replaceable Cup & Liner Reservoir. 

1/4” air inlet connection for 43 psi maximum 
3.5 cfm air consumption 

K-Grip   Siphon Spray Gun 
 

Easy to Use, Easy to Clean 
Requires 3 cfm @ 90 psi 

Spray pattern is circular and can range from 1/2” to 3-1/2” diameter depending on 
pressure setting, viscosity of material, and distance from work piece. 

Replacement Plastic Jars are Available. 



DriAir Moisture Separator 
Separates condensed water & oil from air. 

Collects rust, scale, and sediment from lines. 
Automatic Drain 

For pressures up to 150 psi 
#DA-50 is 3/4” Pipe Size 
#DA-100 is 1” Pipe Size  

ZIG ZAG Abrasive Sifter 
 

Floor unit with top screen for collecting large objects and a 
bottom zig zag pattern screen for separating coarse from fine abrasive.   

Canvas Hood   #H30G 
Basic canvas hood with 3” x 5” viewing window.  

Has air vents on both sides and hard hat inside for safety. 
This hood does not provide respiratory protection. 

Proper Respiratory Protection must be used with this Hood. 
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Sight Screen 
12” width available in   Brass   or   Steel 

16-1/2” width available in Steel. 
Sold per linear foot. 
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Blasting Accessories  

Sandblast Gloves 
 

Jersey Lined PVC, Sandy Grip 
Available in 12” (#SBG) or 18” (#SBG-L) length. 

Large Only 

Anchor    #AC50   Silver Tape 
 

Heavy Duty Duct Tape in 60 yard rolls. 
Available in widths of   2”,   3”,   4”,   and   6”. 

����� #8979   Performance Plus Tape 
 

Heavy Duty Duct Tape in 60 yard rolls. 
Available in widths of   2” and 4”. 



883235 Hood 

EDP10 Free Air Pump 

88 Series Airline Respirator Hood & EDP10 Free Air Pump 
 

The 883235 Hood is designed for use with the EDP10 Free Air Pump. It offers comfortable, reliable respiratory protection 
for abrasive blasters. The snug, yet comfortable, sewn-in neck cuff provides a physical barrier to airborne contaminants 

and helps maintain positive pressure within the helmet. Lightweight and has a wide angle field of vision.  
Comes with the 28” cape and 50’ of air supply hose. Pull off lens sold separately. 

 
The EDP10 Free Air Pump is a reliable breathing air source and easy to operate and maintain.  

With low power requirements, simply plug-in, set your air pressure, and go to work. These pumps are oil-less, so they do 
not produce carbon monoxide, therefore no need for a CO Monitor.  

But caution is required to place the pump in the least contaminated area as the pump takes the 
surrounding air and filters it twice before sending to the hood. It will not filter out carbon monoxide or other toxic gases 

that may be present in the area.  
 
Available for the 88 Series Hood                        Available for the EDP10 Free Air Pump 
#88VXLC    Pull off Lens, Pack of 25                 S17101      Outlet Filter 
#771-040    Outer Lens, each                             23611        Inlet Filter 
#771B         Inner Lens, each                             15921        Service Kit, includes 
                                                                                              the above filters and  
                                                                                              four carbon vanes. 
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Respiratory Hood  

The Bullard #883230 Airline Respirator and Marco #1028600 
Airline Filter can be used in conjunction with other compressor safeguards to supply 

cleaner air for respiratory use. The #1028600 will not remove Carbon Monoxide. Review 
and 

observe all federal and state regulations concerning the use of air from your type of air 
compressor. 

The #1028600 has two outlets that regulate at 0-100 psig. 
Replaceable cartridge has a 98% efficiency rating. 

 
 

#883230                                                                                           #1028600 



3M Dust Mask #8210P 
 

N95 Classification 
2 Headbands & nose press. 

Sold per Box of 20 Mask 

3M Dust Mask #8511 
 

N95 Classification 
2 Headbands, nose press, and exhale valve. 

Sold per Box of 10 Mask 

3M Dust Mask #9211 
 

N95 Classification 
2 Headbands, nose press, and exhale valve.  

Folding Mask sold per each individual package 
or Box of 10 
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Personal Safety Protection  
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3M #6200 Respirator Half Facepiece 
3M #7502 Respirator Half Facepiece 

 
Use for respiratory protection from certain airborne 

contaminants according to NIOSH approval. 

3M #2091 Particulate Filter P100 
For use with both Half Facepiece’s 

3M #6001 Organic Vapor Cartridge 
For use with both Half Facepiece’s, per pair. 

#6200 

3M #5P71 Particulate Filter P95 
Pre filter for use with #6001 Cartridge, box of 10 

3M #501 Retainer 
Retainer for attaching #5P71 to #6001, per pair. 

#7502 



��  #1310 Banded Ear Plugs 
Hangs on neck when not in use. 

Under Chin has a rating of  NRR 20 dB 
Worn behind head is NRR 21 dB. 

��  #311-1252   Ear Plugs 
Corded, Soft Foam.   -   NRR 33 dB 

��  #312-1252   Ear Plugs 
       Soft Foam   -   NRR 33 dB 
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��  #452AF Safety Impact Goggles 
Anti-Fog      Perforated, not for Splash or Dust Protection 
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Personal Safety Protection  

��  #340-4002 Ear Plugs 
Reusable pre-molded ear plugs with neck cord and carry case. 
NRR 25 dB  

��  #1710 Protective Eyewear 
Lightweight, side & brow protection. Clear polycarbonate lens. 

Ask about our New Ear Muff  model coming soon. 



Monument Lifting & Setting  
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Model 90-H 
90-S 

100-H 
100-S 

101-EH 
101-ES 

101-EMH 
101-EMS 

200-H 
200-S 

201-EH 
201-ES 

201-EMH 
201-EMS 

300-H 
300-S 

301-EH 
301-ES 

301-EMH 
301-EMS 

Capacity, lbs. 1000 1500 1500 1500 2000 2000 2000 4000 4000 4000 

Capacity with Extension Boom Extended, lbs. ----- 1000 1000 1000 1500 1500 1500 3000 3000 3000 

Boom Height, Highest 84" 73" 73" 73" 90" 90" 90" 85" 85" 85" 

Boom Height, Highest with Standard Boom Extension ----- 84" 84" 84" 100" 100" 100" 93" 93" 93" 

Boom Length 42" 42" 42" 42" 45" 45" 45" 45" 45" 45" 

Boom Length with Extension Boom Extended ----- 56" 56" 56" 60" 60" 60" 60" 60" 60" 

Overall Height 49" 44" 44" 44" 52" 52" 52" 56" 56" 56" 

Type of Power MH MH EH EMH MH EH EMH MH EH EMH 

Shipping Weight, lbs. 113 
130 

186 
211 

247 
272 

264 
289 

222 
238 

294 
319 

319 
335 

284 
308 

250 
385 

366 
401 

"H" - Less Mounting Well            "S" - with Standard Mounting Well            ”MH" - Manual Hydraulic            "EH" - Electric Hydraulic            "EMH" - Combination Electric & Manual Hydraulic 

Star   Truck Mounted Cranes 
 

Up To   2-Ton Capacity 
 

Two Position Telescoping Extension Boom      Lifts to Full Range in 90 seconds 
Electric Models have 12 volt Electric - Hydraulic Pump 

Box Type Construction for Maximum Strength      Rotates 360 with 4 Position Lock 
Uses less than 2 square feet of bed space. 

FOB Factory 

Model #HTWB-S 
4-Wheeled with Brakes 

2000 lb. capacity 

Model #HTWO-S 
4-Wheeled without Brakes 

2000 lb. capacity 

Bicknell Cam Lock Stone Clamp   #774 
 

After the monument has been placed upon the base, this clamp is used for aligning the monument while not disturbing 
the setting compound. The adjustable cam locks will “pinch” upon polish and steeled surfaces while pushing down on the 

handle. Two rubber castor wheels will not mar the base and assist in maneuvering the monument into place upon the 
setting compound.   For monuments that are 6” - 12” wide.   Removable Handle      Weighs 34 lbs.      35” overall length 



Sling Bar #1720 
 

Capacity: 3 Ton on Inside Rollers 
                      1-1/2 Ton on Middle Rollers 
                            1 Ton on Outside Rollers 

Weight: 37 pounds, 35” long 
For Slings up to 4-1/2” wide 

12”, 21”, 30” between center of slings 

All Lifting Equipment shown have been Load Verified            Monument Lifting & Setting  

Sling Yoke with Shackles & Rollers 
#1722 * 

 
Capacity: 4 Tons   -   Weight: 43 lbs. 

For Slings up to 4-1/2”  wide 
15” between center of slings 

It is about 15” from inside of top arch to top of rollers. 
 

* Bicknell Exclusive 
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Nylon Slings 
Cotton-Faced Nylon Slings are 4” wide and available in hanging lengths 

of 3-1/2’ to 10’. We can do custom lengths.  
Sold per pair. 8000 lb capacity. 

Nylon Slings are available as 2”, 3”, and 4” wide and all hanging lengths. 
Sold per pair. 2” has 2000 lb capacity, 3” and 4” is 6000 lb capacity. 
All slings can be custom produced and provided with lifting rings or 

shackles. (Triangle ring shown in picture) Choker style also available. 
Please call us for details. 
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Monumentall “Liftall” 
 

Model #KM 935MM 
For monuments, stone/precast curbing, parking blocks. 

Adjustment in 7 positions for 3” to 15” grip. 
2,500 lbs capacity   -   Weighs 48 lbs 

Semi-automatic operation with manual release handle. 
Stock #LIFTALL 

Mausoleum Lifting Pin 
 

Call for Details 



No.         Length         Stock        Weight  
775              3-1/2’                 3/4”                6 lbs. 
776                 4’                      1”                10 lbs. 
777                4’                    1-1/4”             13 lbs. 
 
Bicknell Setting Bars are all tapered to a point on the other end. 
These have a thinner edge, rolling back for ease of use under the stone.  

Setting Bar 

Pinch Bar No.        Length        Stock        Weight      
335               26”               3/4”              3-1/2 lbs. 
337               30”               7/8”              5-1/2 lbs. 
338               36”                 1”               8-1/2 lbs. 
 
Bicknell Pinch Bars are all tapered to a point on the other end. 
These bars have a heavier working end. 

No.        Length        Stock        Weight       
1529             6’                  1-1/8”             23 lbs. 
 

Tapered Point on other end. 

Digging Bar Setting Bar with Rollers 

No.         Length        Stock        Weight  
754               35”                  7/8”               7 lbs. 

Non-Slip Clamp & Bar 
#773-20  (20” Bolt) 
#773-24   (24” Bolt) 

Non-slip clamp with wrench and bar. 
For raising and lowering one bottom side of 8” to 14” thick 

polished monuments when setting them. There is no 
danger of chipping the stone when using this clamp.  

Not for lifting the entire piece. 
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Setting Tools  

Bicknell Cam Lock Stone Clamp   #774 
 

After the monument has been placed upon the base, this clamp is used for aligning 
the monument while not disturbing the setting compound. The adjustable cam 
locks will “pinch” upon polish and steeled surfaces while pushing down on the 

handle. Two rubber castor wheels will not mar the base and assist in maneuvering 
the monument into place upon the setting compound. 

 
For monuments that are 6” - 12” wide. 

Removable Handle 
Weighs 34 lbs. 

35” overall length 



Setting Compound 
 

Bicknell Setting Compound is the only grade needed for use during any season. 
Keep container sealed and store in a cool place for contents to remain pliable. 

Five Colors are available in Gallons and Two Colors in the Quart size. 
 

        #214G  Gallon   Light Grey      #214Q  Quart   Light Grey 
        #390G  Gallon   Dark Grey      #390Q  Quart   Dark Grey 
        #012G  Gallon   Black 
        #111G   Gallon   Mahogany 
        #108G   Gallon  White 

                             This product is not an adhesive.  
(Use Light Grey for marble.)                   Sold per each or, case of 4 gallons, case of 6 quarts. 

Vase Seal 
 

Available in a coil,  3/8” diameter x 15 ft.  
This sealant has an adhesive effect  

and is available in a green color only. 
Not for visible setting. This product will stain stone. 

 

Sold per each or a full case of 14 coils. 
#U579.6 

Aluminum and Brass Dowels 
 

Aluminum available in 1/4”, 3/8”, and 1/2” Dia. 
Sold by the ft.  #1100F 

 

Brass available as: 
1/2” Dia. X 4” Long.  #WA-BD4 
1/2” Dia. X 6” Long.  #WA-BD6 

Wedge Lead 
 

#2   Wedge Lead   1/8” X 1/2” 
 

#3   Wedge Lead   5/32” X 1/2” 
 

#F     Flat Lead        1/8” X 5/8” 
 

Sold per lb.  or  Reel of 25 lbs. 
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Setting Supplies  
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Silicone Sealant 
 

Sealant for stone joints available in caulking tubes. 
 

Colors:   Grey   Black   White   Bronze   Clear 
 

Sold Individually or per Case of 30 Tubes. 

3M   VHB Tape  #5952 



      Plastic Setting Cushions                                                    Plastic Setting Strips 
 

#4-7000      1” x 1” x 1/16”      Bag of 400                                           #7014      24” x 1” x 1/8”      Each 
#7000         1” x 1” x 1/16”      Bag of 100                                           #7016        6” x 1” x 1/4”      Each 
#7001         1” x 1” x 1/8”        Bag of 100                                           #7017        8” x 1” x 1/4”      Each 
#7002         1” x 1” x 1/4”        Bag of 100                                           #7018      10” x 1” x 1/4”      Each 
                                                                                                            #7020      24” x 1” x 1/4”     Each 
 
              Plastic Blocks                                                                  Plastic Strips 
 
#7008      2” x 2” x  1”         Box of 100                                           #7024      24” x 1/2” x 3/4”       Each 
                                                                                                       #7027      24” x  1”   x   1”        Each 

Non-Staining Plastic for your display units,  
final setting, stacking inventory stock and slabs. 
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Setting Supplies  

ABC MONUMENT COMPANY 
ELBERTON, GEORGIA 

ERECTED BY 
ABC MONUMENT COMPANY 

ELBERTON, GEORGIA 

ABC MONUMENT COMPANY 
SOUTH MAIN STREET 
ELBERTON, GEORGIA 

ABC MONUMENT COMPANY 
ELBERTON, GEORGIA 

ERECTED BY 
ABC MONUMENT COMPANY 

ELBERTON, GEORGIA 

ABC MONUMENT COMPANY 
SOUTH MAIN STREET 
ELBERTON, GEORGIA 

ERECTED BY 
ABC MONUMENT COMPANY 

SOUTH MAIN ST. ELBERTON, GA. 

ERECTED BY 
ABC MONUMENT COMPANY 

SOUTH MAIN ST. ELBERTON, GA. 

              1B                                      2B                                     3B                                       4B 

              1                                        2                                         3                                        4 

NAME PLATES 
 

Monumental Name Plates personalized with your company information. 
Available in Aluminum or Stainless Steel.   2”, 2-1/2”, or 3” length. 

Flat or Bent, with optional Rounded Corners.   Quantities of 100, 200, 500, 1000. 
 

First time order or any changes made to a previous order will have a set up fee. 
Record of a previous order is kept for 3 years, eliminating any set up fee. 

Quantity ordered is subject to a 20% overrun or shortage. 
 

No Phone Orders, Please Call for the required Order Form. 



Crystal Cleaner  * 
 

Strong all purpose cleaner. Unsurpassed for cleaning stone. 1/4 pound of Crystal Cleaner 
mixes with one quart of water. It is good for use on most granite, marble, and brick. 

For Professional Use Only. We will not sell this product to the general public. 
This cleaner will cause discoloration to some finished stones. 

Available in 2 lb., 5 lb., 10 lb., and 25 lb. buckets. 
Only the 2 lb. container can be shipped by UPS. Call for details. 

MP-7  * 
 

Best rust remover available.  
It may be used on polished or non-polished surfaces.  

Just sponge it on, will not hurt the stone by leaving it on.  
Available in gallons only. 

Klenztone 
 

Available in two formulas to clean stone for an almost new appearance.  
#2 formula for “steeled” surfaces and #4 formula for polished surfaces. 

Virtually no shelf life. Store at room temperature. 
If liquid had darkened, warm up to 110 degrees and shake well. 

Available in gallons only.  

PULLOUT-2 & K2r 
 

Spray directly on stone for immediate treatment 
of most accidental spills to prevent staining. 

*UPS Hazardous Shipping Charges May Apply                                                  Stone Cleaning  
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TIZ TWO  * 
 

Liquid Cleaning Acid for Granite of different finishes. 
Vaporizes stains and brings out the natural color tone. 
Used properly, will darken the polish of most granite. 

Available in gallons only.  

STAIN-A-WAY 
 

Removes deposits of Rust, Calcium, and magnesium. 
Non Muriatic  -  Non Fuming  -  Non Flammable 

Gallons only 

Brushes for Cleaning 
 

#S47 Long Handle 
#5093 “Peanut” Tampico Brush 



Stone Epoxy  
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Epoxy is Deep Penetrating with High Strength for Filling, Bonding, Repairing, and Reinforcing any type of Stone, Interior 
and Exterior. Is Suitable for Low (below 32 degrees F) & High (up to 160 degrees F) temperatures. Has an elastic bond.  

DOMO-10 A&B 
Knife Grade, White in color for all types of stone. DOMO is one of the strongest epoxies in the industry. 
Will bond to almost any surface, though polished surfaces will need to be honed for best results. 
You will break the stone beyond the epoxy joint. 
Directions for use: Surface must be clean, free of dirt and grime, though it can be moist. 
                              Mix part A & part B, 50/50. 
                              Gel time is approximately 3 hrs with complete hardening in 12 hrs. 
                              Faster in warmer weather, slower when colder. 
 
With High temperatures (+90 degrees F) DOMO can become more “flowing”. 
With Colder temperatures, reaction will not take place until temperature is above 40 degrees F. 
In extreme Colder temperatures (-50 degrees F) DOMO will become more of a solid. 
 

Available in:     Single Cartridge        Quart Part A & Quart Part B        Gallon Part A & Gallon Part B 

RIVO-50 A&B 
Knife Grade, Straw in color for all types of stone. 
Will bond to almost any surface, though polished surfaces will need to be honed for best results. 
Directions for use: Surface must be clean, free of dirt and grime, and Dry. 
                              Mix part A & part B, 50/50. 
                              Gel time is approximately 50 minutes with complete hardening in 12 hrs. 
                              Faster in warmer weather, slower when colder. 
Similar to DOMO, but recommended when a faster gel time is needed. 
 

Available in:     Quart Part A & Quart Part B        Gallon Part A & Gallon Part B 

RIVO-15 A&B 
Knife Grade, Straw in color for all types of stone. 
Will bond to almost any surface, though polished surfaces will need to be honed for best results. 
Directions for use: Surface must be clean, free of dirt and grime, and Dry. 
                              Mix part A & part B, 50/50. 
                              Gel time is approximately 15 minutes with complete hardening in 12 hrs. 
                              Faster in warmer weather, slower when colder. 
Again similar to DOMO, but recommended when an even faster gel time is needed. 
 

Available in:     Single Cartridge         Quart Part A & Quart Part B        Gallon Part A & Gallon Part B 

Coloring on Next Page 



Stone Epoxy  
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Epoxy is Deep Penetrating with High Strength for Filling, Bonding, Repairing, and Reinforcing any type of Stone, Interior 
and Exterior. Is Suitable for Low (below 32 degrees F) & High (up to 160 degrees F) temperatures. Has an elastic bond.  

MICTO A&B 
Flowing, Crystal Clear for all types of stone. MICTO is the strongest bonding epoxy. 
Will bond to almost any surface, though polished surfaces will need to be honed for best results. 
Directions for use: Surface must be clean, free of dirt and grime, and Dry. 
                              Mix part A & part B evenly by weight, not volume. 
                              Gel time is approximately 5 minutes with complete hardening in 12 hrs. 
                              Faster in warmer weather, slower when colder. 
For professional use only, recommended when an extremely fast gel time is needed. 
 

Available in:     Single Cartridge        Quart Part A & Quart Part B 

EE-10 
Flowing, Clear, for all types of stone. A penetrating epoxy. 
Application: During polishing process, stone is brought up to a 120 grit finish. Stone is then dried before activated EE-10 
Epoxy is applied to surface. After epoxy has completely hardened, again use the 120 grit abrasive process to remove 
epoxy from the surface. EE-10 Epoxy will have filled in all cracks and defects. Complete polishing process as desired. 
This treatment will give the stone extra strength with a darker finish. See Fiberglass Matting. 
 
Hardener for EE-10 
18/25   Hardener for stone with small cracks and pitted surfaces. 
            Preferred for stones with large grain. 
            Fast gel time of 11 minutes, depending on temperature. 
11/25   Hardener for stone with micro-fissures, spider cracks, and small cracks. 
            Preferred for stones with tighter grains. 
            Gel time about 2 hours, depending on temperature. 
 
Directions for use: Surface must be clean, free of dirt and grime, and Dry. 
                              Mix epoxy and hardener by weight, not volume.  4 to 1 
                              (Example: 100 grams of Epoxy with 25 grams of Hardener) 
 

Available in:     Epoxy - Quart      Hardener - Quart 

Fiberglass Matting/Gauze 
For thin slabs that are fragile and that may break easy. Mesh is approximately 1/4” square. 
Apply with EE-10 Epoxy using 18/25 Hardener to give the stone extra strength. 

TEPOX   Coloring for all Epoxies 
Black, White, Brown, Red, Green, and Yellow. 6oz. tube       (Not for Polyester Glue) 



Stone Polyester Glue  
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For gluing and filling. Interior use recommended. 
Suitable for High temperatures up to 212 degrees F, but not below 32 degrees F.   Polyester is a strong but rigid glue.  

Transparent 
Used to repair, rebuild, glue, and fill. 
Directions for use: Surface must be clean, free of dirt and grime, and Dry. 
                              Mix by weight, not volume. 
                              Example: 100 parts of resin with 3 parts of hardener. 
                              Very important for proper strength. 
                              Gel time is approximately 7-8 minutes. 
                              Hardener in 1oz tubes sold separately. 
 
FLOWING for HORIZONTAL use:     Available in:    Quart       Gallon       17 kg. 
KNIFE GRADE for VERTICAL use:   Available in:    Quart       Gallon       17 kg. 

White 
Used to repair, rebuild, glue, and fill. 
Directions for use: Surface must be clean, free of dirt and grime, and Dry. 
                              Mix by weight, not volume. 
                              Example: 100 parts of resin with 3 parts of hardener. 
                              Very important for proper strength. 
                              Gel time is approximately 7-8 minutes. 
                              Hardener in 1oz tubes sold separately. 
 
FLOWING for HORIZONTAL use:        Available in:     Quart        Gallon 
KNIFE GRADE for VERTICAL use:      Available in:     Quart        Gallon 

Travertine Filler 
Used to fill Travertine & Agglomerates with medium and large holes. 
Semi-Solid, Straw Colored. 
Directions for use: Surface must be clean, free of dirt and grime, and Dry. 
                              Mix by weight, not volume. 
                              Example: 100 parts of resin with 3 parts of hardener. 
                              Very important for proper strength. 
                              Gel time is approximately 4-5 minutes. 
                              Hardener sold separately. 
 

Available in:     Quart        Gallon 

Hardener - Polyester 
Catalysts, 1oz. Tube, Paste Type. 
(Adding too much Hardener will cause yellowing and weakens the glue to brittleness.) 

Coloring Kit 
1oz. Tube.   Kit includes: Black, White, Brown, Red, Green, and Yellow. 
                    Black and White also sold separately. 
                    Small amount required to reach color desired, 2-3% max. 



Stone Polyester Glue  
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For gluing and filling. Interior use recommended. 
Suitable for High temperatures up to 212 degrees F, but not below 32 degrees F.   Polyester is a strong but rigid glue.  

CRYSTAL 
Knife Grade. Indoor Use. 
Extra Clear Transparent Acrylic/Polyester mix. 
Used to laminate stone when it is important for the seam/joint not to show. 
Color can be added, resulting in a transparency finish to match stone. 
Directions for use: Surface must be clean, free of dirt and grime, and Dry. 
                              Mix by weight, not volume. 
                              Example: 100 parts of resin with about 3 parts of hardener. 
                              Very important for proper strength and color, too much hardener will cause yellowing. 
                              Gel time is approximately 10-15 minutes with temperature being around 77 degrees F. 
                              After 80-120 minutes, it is possible to process the glued stone. 
                              Specific Hardener Paste provided with each quart and is the only hardener to be used with Crystal. 
                              KNIFE GRADE:   Available in:    Quart with tub of Hardener Paste 

CRYSTAL LIQUID 
Flowing. Indoor Use. 
Extra Clear Transparent Acrylic/Polyester mix. 
Used to laminate stone when it is important for the seam/joint not to show. 
Color can be added, resulting in a transparency finish to match stone. 
Directions for use: Surface must be clean, free of dirt and grime, and Dry. 
                              Mix by weight, not volume. 
                              Example: 100 parts of resin with about 3 parts of hardener. 
                              Very important for proper strength and color, too much hardener will cause yellowing. 
                              Gel time is approximately 3-5 minutes with temperature being around 77 degrees F. 
                              After 60-80 minutes, it is possible to process the glued stone. 
                              Specific Liquid Hardener provided with each quart and is the only hardener to be used with Crystal. 
                              FLOWING:   Available in:    Quart with bottle of Liquid Hardener 

PolyTenax 
Knife Grade Transparent. 
Fast High Adherence.   Color can be added. 
Directions for use: Surface must be clean, free of dirt and grime, and Dry. 
                              Mix by weight, not volume. 
                              Example: 100 parts of resin with about 3 parts of hardener. 
                              Very important for proper strength and color, too much hardener will cause yellowing. 
                              Gel time is approximately 2-3 minutes. 
                              Hardener in 1oz tubes sold separately. (Same Hardener as for Polyester Glues.) 
                              KNIFE GRADE:   Available in:    Quart 
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HYDREX 
For Granite and Marble, Indoor and Outdoor. 
Does not change color of stone. Provides Water and Oil Protection. Petroleum based for maximum penetration. 
Directions for use: Surface must be clean, free of dirt and grime, and dry. 
                              Apply evenly with a cloth or brush and remove excess after approximately 10 minutes. 
                              Drying time is about 30 minutes.                               Available in:     1-Liter can        Aerosol Spray Can 

SKUDO 
For Granite only, Indoor and Outdoor. 
Does not change color of stone. Provides Water and Oil Protection. Water based product that will absorb quickly and 
deep into granite. Normally water-based products will not penetrate as deeply as petroleum-based products. 
Odorless for indoor use where fumes may be a concern. 
Directions for use: Surface must be clean, free of dirt and grime, and dry. 
                              Apply evenly with a cloth or brush and remove excess after approximately 10 minutes. 
                              Drying time is about 30 minutes.                                   Available in:     1-Liter bottle        .25-Liter bottle 

RESINSIL 
For Epoxy Resined Polished Stones, Indoor and Outdoor. 
Provides 100% Water, Oil, and Stain Protection. 
Directions for use: Surface must be clean, free of dirt and grime, and very dry. 
                              Apply evenly with a cloth or brush while removing excess. 
                              Any excess will produce a sticky film that is difficult to remove. 
                              If RESINSIL has not transformed completely, try using steel wool to remove. 
                              Complete drying time is about 60 minutes.                                                     Available in:     1-Liter can 

PETROLUX 
For Polished Granite and Marble, Indoor and Outdoor. 
Similar to HYDREX, but with a wax. 
Does not change color of stone. Provides Water and Oil Protection. 
Will make surface shiny and bright, feeling like a TeflonTM finish. 
Directions for use: Surface must be clean, free of dirt and grime, and dry. 
                              Apply evenly with a cloth or spray covering the surface completely. Let stand for 2-3 minutes. 
                              Wipe excess off with a clean dry cloth.   Home owner safe. 
                              Available in:     1-Liter can        Aerosol Spray Can 
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LIQUID WAX 
For Granite and Marble, Indoor and Outdoor. 
Petroleum based wax for restoring shine and color on polished surfaces that may be a little worn and dull. 
Slight anti-stain and water repellant effect. 
Directions for use: Surface must be clean, free of dirt and grime, and dry. 
                              Apply evenly with a clean dry cloth applying and removing for about 1-2 minutes. 
                              Use a wool car buffer to achieve a higher gloss if needed.                             Available in:     1-Liter can 

AGER   &   AGER TIGER 
For all types of Stone, Polished or Natural finish. 
Will enhance the stones natural color, giving it a “wet” look.   Small scratches, spider cracks, and fissures will be sealed 
and hidden.   This product is a very strong sealer. 
Use AGER on sawed or profiled edges to match the finish of a resin sealed counter top. 
AGER TIGER is specially formulated for resined slabs of exotic colors. 
Directions for use: Surface must be clean, free of dirt and grime, and very dry. 
                              Apply evenly with a clean dry cloth. Do not allow product to dry in excess on polished surfaces. 
                              Any excess will form a sticky film that is difficult to remove. 
                              If AGER has not transformed 100%, use very fine steel wool to remove any excess. 
                              Complete drying time is 60 minutes.                        Both are available in:     1-Liter can      1/2 Pint can 

PECTRO (clear)    &   PECTRO BLACK 
For Polished Granite. 
Will hide and eliminate spider cracks, webbing, and micro-fissures. 
Directions for use: Surface must be clean, free of dirt and grime, and dry. 
                              Apply evenly with a clean dry cloth, wipe on and wipe off. 
                              PECTRO (clear) best for light colored stone. 
                              PECTRO BLACK best for dark colored stone.                                                Available in:     1-Liter can 

SEALUX 
For Granite and Marble. 
Water based wax for increasing shine and enhancing the natural color of a polished sealed surface. 
Directions for use: Surface must be clean, free of dirt and grime, and dry. 
                              Apply evenly with a clean dry cloth applying and removing for about 1-2 minutes. 
                              Use a wool car buffer to achieve a higher gloss if needed.                             Available in:     1-Liter can 

TELUX 
For Granite and similar types of stone. 
Telux is a self polishing varnish that will give the surface a gloss finish that can be walked on. 
Directions for use: Surface must be clean, free of dirt and grime, and dry. 
                              Apply evenly with a clean dry cloth. 
                              Drying time is about 15 minutes and has an immediate effect on stone.        Available in:     1-Liter can 

LUSTRO KIT   For Counter Tops - Homeowner use 
Kit includes a spray bottle of stone cleaner and aerosol can of stone polish. Spray stone cleaner on surface allowing it 
stand for approximately 30 seconds before wiping with a sponge or light duty pad. Wipe dry with paper towels, changing 
towels frequently. Once surface is clean and completely dry, spray stone polish onto surface, then spreading evenly 
using a clean dry cloth. Allow stone polish to stand for a few minutes and wipe off excess. Surface will be completely dry 
in about 3 minutes. This process will give your countertop a deep lasting shine and sealed protection from most spills. 
 
Countertop Spray Cleaner  - Homeowner use - Pump spray bottle of stone countertop cleaner as described above 
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BLACK WAX  

For Granite and Marble, Indoor and Outdoor. 
Paste wax for restoring shine and color on polished surfaces that may be a little worn and dull. 
Slight anti-stain and water repellant effect. 
Directions for use: Surface must be clean, free of dirt and grime, and be dry. 
                              Apply evenly with a clean dry cloth allowing wax to dry, about 1-2 minutes. 
                              Hand buff or use a wool car buffer to achieve a high gloss.                            Available in:     1-Liter can 

NEROPLUS  

For Granite and Marble. 
Clear liquid formulated to penetrate deep, enhancing the stones darker natural color during polishing process. 
Petroleum based for maximum penetration. 
Directions for use: During polishing process, product is applied before buffer. 
                              Surface must then be clean, free of dirt and grime, and be dry. 
                              Apply in excess, almost in a puddle and let stand overnight. 
                              At this point, product has penetrated deep into stone. 
                              Wipe off any excess and complete polishing process with buffer.                  Available in:     1-Liter can 

UNIBLACK 2  

For Black Stone with polished, smoothed, or brushed surfaces. 
Black liquid wax for enhancing black stone without increasing the gloss.   Will hide any defects. 
Directions for use: Surface must be clean, free of dirt and grime, and be dry. 
                              Apply evenly manually or with a waxing machine. 
                              Stones that have lost their natural color should be restored before using this product. 
                              Available in:     1-Liter can 

UNIBLACK 1  

For Black Stone. 
Black liquid wax for enhancing the natural color of black stone and will hide any defects. 
Will uniform the natural color of Africa Black, Impala, and similar stones. 
Directions for use: Used during polishing process. Bring stone up to 400-600 grit finish. 
                              Surface must then be clean, free of dirt and grime, and dry. 
                              Apply product to surface, allowing stone to be completely dry by environmental means or oven. 
                              Then continue with polishing process as desired.                                           Available in:     1-Liter can 
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Bronze Crypt Rosette 
 

2-5/8”   diameter face with installation button 
Requires 1-1/8” hole core. 

Long Shank for 3” maximum wall thickness 
Short Shank for 1-1/4” maximum wall thickness 

Bronze Tee Handle 
 

Used for installing large 
Rosettes shown above 

#WA-TEE 

Bronze Round Vent 
 

2-13/16” Diameter Face   -   2-1/8” Deep 
#WA-RV2 for 2” Hole 

#WA-RV1-3/4 for 1-3/4” Hole 

Bronze Rectangular Vent 
 

#WA-V2X8 for 2” x 8” opening. 
#WA-V2X10 for 2” x 10” opening. 

#WA-MRL 

#WA-MRS 

Cast Bronze Clamps 
 

Legs are 1/2” diameter and 1-1/2” long. 
#WA-C4   -   legs are 4” O.C. 
#WA-C6   -   legs are 6” O.C. 

Brass Dowel Rods 
 

#WA-BD4 is 1/2” x 4” long. 
#WA-BD6 is 1/2” x 6” long. 

Small Bronze Rosette 
 

1” diameter Rosette 
1/4”-20 x 3” Machine Screw with 
1/2” diameter Expansion Sleeve 

#YB-R3 

Bronze Oil 
 

For maintaining bronze appearance. 
Apply with a clean soft cloth or brush. 

Remove this application with same method 
before applying a second coat. 

***This Oil will Stain Granite and other stones*** 
8oz Bottle 



Etching Tools                Always use proper eye and respiratory protection when using Rotary Power Tools 

Repair Parts are Available, including: 
39” Shafts & Sheaths 
66” Shafts & Sheaths 

Motor Brushes and Parts for 8D Handpiece. 

Model 8D Handpiece 
3/32” Collet   9-1/2” long The internal spring drive of this handpiece is protected by 
an external spring cover providing extra flexibility for precise control when etching. 

This internal spring is designed to break if excess tension is placed on the tool, 
therefore preventing any damage to the motor and/or handpiece. We stock these 

replaceable internal springs (#76) which can be installed by the user. 

This FOREDOM Electric Rotary Engraver is no longer available. 
 
The 8D Handpiece is still available. 

Sintered Diamond Points 

���PD6      PD5     PD4    PD3 

Plated Ball Points. 

44 Bicknell Supply Company      Toll Free: 1-800-241-7105      Local: 706-283-1901      Elberton, Georgia 

HK21 Kit 
 

Kit of 6 
Plated Diamond Points 

FOREDOM Micro Motor #1070 
 

Micro Motor with High Speed Handpiece. Compared to flex shafts, Micro Motor 
has much less torque. However the higher speed results in detailing with a 
lighter touch. With the simple coil cord between handpiece and control box, 
there is greater freedom of movement. Point changes are quick and simple 

with a twist of the front section of handpiece. 
 

Variable Speed up to 38,000 rpm   Foot Control included 
Handpiece has a 3/32” collet 

Comes with spare pair of motor brushes, spare fuse, and wrenches. 

Electro-Stylus 
Light Duty Etching Tool.   #E-STYLUS 

Diamond Point included. 
Extra Diamond Points available.   #E-POINT 

DS758A DS753A DS742A DS756A 
Uniform matrix of diamond crystals in a strong hard binder. 

Long point life results from new diamonds being exposed as it is being used. 
 

All Foredom points shown have a 3/32” shank. 



Bosch Model 1803EVS   5” Angle Grinder 
 

Dial Controlled Variable Speed.                   Includes Guard. 
120V AC / 9.0 AMPS / No Load RPM: 2,800-11,000 RPM. / 1.8 HP 

5/8”-11 Spindle Thread / Length: 11-1/4” / Weighs 5.6 lbs.. 
For sanding disc or thin wheels up to 5”. 

Bosch Model 1853-5   Angle Sander/Grinder 
 

Lock on/ Lock off Switch. 7” Guard #1 605 510 204 optional. 
120V AC / 15.0 AMPS / No Load RPM: 5000 

5/8”-11 Spindle Thread / Length: 17-1/2” / Weighs 10.5 lbs.. 
For Wheels and Sanding Disc up to 7”. 

DeWALT Model D28493N   Angle Sander/Grinder 9” 
 

High Power 4hp Motor with Overload Protection 
5 - Position Side Handle                    Guard Included 
120 V AC / 15.0 AMPS / No Load Speed: 5000 RPM 

5/8”-11 Spindle Thread / Length: 19.2” / Weighs 13.6 lbs. 

Alpha Model AIR-658   “Polishing Tool” 
 

Pneumatic Polishing Tool with Central Water Feed 
Needs 16 CFM @ 85-95 PSI      No Load RPM: 3600 

5/8”-11 Spindle Thread / Weighs 2.64 lbs. 
For Polishing Disc in 3”, 4”, and 5” and other accessories. 

Alpha Model AWP-158   “Polishing Tool” 
 

Electric Polishing Tool with Central Water Feed 
110/220 V AC / 7.8-3.8 AMPS / No Load RPM: 3000 

5/8”-11 Spindle Thread / Weighs 6 lbs. 
For Polishing Disc in 3”, 4”, and 5” and other accessories. Carry Case. 
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Alpha Model VSP-120   “Variable Speed Wet Polisher” 
 

Electric Polishing Tool with Central Water Feed 
120 V AC / 7 AMPS / No Load RPM: 500 - 2800 Variable 

5/8”-11 Spindle Thread / Weighs 7.3 lbs. 
For Polishing Disc in 3”, 4”, and 5” and other accessories. Carry Case. 

VZ7270012      Air Polisher with Water Feed 
 

5/8-11 Spindle   4500 rpm 
Includes Water Hose, Air Hose, Side Handle, and Wrench 



Alpha Ceramica Vitrified Disc 
Wet Granite Polishing - Preparation Stage 

Specifically designed for removing saw marks and grinding marks in preparing the stone for polishing. 
Diameters - 3”, 4”, and 5”. 

60 Grit - Blue     150 Grit - Yellow     300 Grit - Orange 

Alpha Ceramica Resin Disc 
Wet Granite Polishing - Backbone of the polishing process. 

High performance discs provide excellent professional finish. 
Diameters - 3”, 4”, and 5”. 

        150,   300,   500,   1000,   2000,   3000 Grit Available 

Alpha Ceramica Buff 
Wet Granite Polishing - Final Polish 

For bringing a standard polish to a deep glossy finish.   Little water is used with these discs. 
Diameters - 3”, 4”, and 5”. 

Black Buff for Dark Colored Stone 
White Buff for Light Colored Stone 

Felt Wheel 
For the final buff process sometimes desired. 

Use with polishing powders or polishing paste. 
Deep glossy finish on marble and delicate granite edges. 

Diameters - 3”, 4”, and 5”.      1/4” thick felt with Velcro backing. 

Polishing Disc  
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5”   Polishing Pads   WET   Flexible   Velcro 
 
VZP550   50 grit      VZP5100   100 grit      VZP5200   200 grit      VZP5400   400grit 
VZP5800   800 grit      VZP51500   1500 grit      VZP53000   3000 grit      VZP5FBB   Buff 

4”   Polishing Pads   WET   Flexible   Velcro 
 
VZP450   50 grit      VZP4100   100 grit      VZP4200   200 grit      VZP4400   400 grit 
VZP4800   800 grit      VZP41500   1500 grit      VZP43000   3000 grit   VZP4FBB   Buff 

3”   Polishing Pads   WET   Flexible   Velcro 
 
VZP350   50 grit      VZP3100   100 grit      VZP3200   200 grit      VZP3400   400 grit 
VZP3800   800 grit      VZP31500   1500 grit      VZP33000   3000 grit      VZP3FBB   Buff 

4”   Polishing Pads   DRY   Flexible   Velcro 
 
VZDP450   50 grit      VZDP4100   100 grit      VZDP4200   200 grit      VZDP4400   400 grit 
VZDP4800   800 grit      VZDP41500   1500 grit      VZDP43000   3000 grit 
VZDP4FBB   Buff 



Wet/Dry Disc, Silicon Carbide” x 7/8” 
Flexible Coated Abrasive Resin Fiber Disc 

Available in the following grit sizes. 
24, 36, 60, 80, 120, 180, 220, 320, and 600 

Zec Semi-Flex Silicon Carbide Disc 
7” x 7/8” Dome Shape 

Available in the following grit sizes. 
24, 36 Flat, 50, 80, 120, and 220 

Pearl Flexible Silicon Carbide Wheel 
7” x 1/8” x 5/8-11 Thread 

Available in 36 and 46 grit. 

Flat 7” Back up Pad with 5/8” Thread 
#907P with recessed center 

#04-2002   Disc Retaining Nut for use with the #907 Back up Pad. 5/8” Thread 
#04-3001   Disc Nut Wrench for installing #04-2002 securely to #907 

Grinding & Sanding  

Silicon Carbide Grinding Wheels 
 

6”  x  2-1/2”  with  5/8”-11 arbor 
Available in 16, 24, 46, 80, and 120 grit. 

 
4”  x  2”  with  5/8”-11 arbor 

Available in 24, 46, 80, and 120 grit. 

ALPHA Sandpaper - Velcro Backed 
Box of 50 disc 

4” and 5” available.   80, 120, 240, 320, 600 grit 
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Back up Pads  Velcro   5/8”-11 Thread  Center Water Feed 
 
VZ051049   3”   Rigid          VZ051046   4”   Rigid          VZ051052   5”   Rigid 
VZ051048   3”   Flexible      VZ051045   4”   Flexible      VZ051051   5”   Flexible 
VZ051050   3”   Sponge      VZ051047   4”   Sponge      VZ051053   5”   Sponge 
*For use with polishing disc’s shown on page 46 and Alpha Sandpaper shown below. 



Alpha Plus Blade 
Premium diamond blade for granite, stone, marble, and concrete. 

Diameters are: 4”, 4-1/2”, 5”, 6”, 7”, 8”, 9”, 10”, and 12” 

Alpha Quad Segmented Blade 
Aggressive long life flush cutting blade with many applications. Wet or dry. 

Cutting applications include bevels, checks, rabbets, and washes. 
Use with #BAH-5/8 Adaptor 

7” only   -   #DV07HH 

Alpha Vortex Blade 
Flush cutting diamond blade. Wet or Dry. 

Use with #BAH-5/8 Adaptor 
4” - #FCD40AH      5” - #FCD50AH 

Alpha Contour Blade 
For curved cutting applications. 

Diameters are: 4”, 4-1/2”, 5”, and 6”. 

Diamond Blades  

#BAH-5/8” Brass Adaptor 
For Alpha quad blades. 5/8”-11 Thread 
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VZ051064      7”   Premium Diamond Blade   Dry   “Gift Green” 

VZ051067      7”   Premium Diamond Blade 
Wet/Dry   Side Cut   “Gift Duo”    

VZTB100      4” Turbo Diamond Blade              Wet/Dry 
 

VZTB115      4.5” Turbo Diamond Blade           Wet/Dry 
 

VZTB125      5” Turbo Diamond Blade              Wet/Dry 
 

VZTB180      7” x “Skil” Turbo Diamond Blade   Wet/Dry 
 

VZ051054     Adaptor for Turbo Diamond Blades 

Pictures 
Coming 
Soon 



#4105   Rock Drill 8 lb. Class 
Chuck: 9/16” X 1-3/4” Hex or 3/4” Round 

Air Used: 24.7 CFM 
Recommended Air Pressure: 90 psi. 

We stock replacement parts for this drill. 

UT7-J10 Adapter 
 

For #4105 & CL Taper Drills 

Carbide Tipped Drills 
CL Taper 

 
HDCL03702      3/8”   X  2”       DD 
HDCL03704      3/8”   X  4-1/2” DD  
HDCL05006      1/2”   X  6-1/2” DD  
HDCL06204      5/8”   X  4-1/2” DD   
HDCL07504      3/4”   X  4”       DD  
HDCL10004       1”     X  4-1/2” DD 
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Carbide Tipped Drills   with 9/16” x 1-3/4” Hex Shank 
 

#HDU705008      1/2” Bit  x  8” DD 
#HDU707508      3/4” Bit  x  8” DD 

 
Other sizes available by request, please call. 

Bosch Model 11255 VSR   Electric Rotary Hammer Drill 
 

Three operational modes. Hammer only, Rotation only, or Hammer & Rotation. Re-
versible. For drills with SDS+ shank. 

120V AC / 6.9 AMPS / No Load RPM: 0-1100 / No Load BPM: 0-6150 
Length: 17-1/2” / Weighs 6.5 lbs..   Carry Case Included. 

SDS+ Shank   Hammer Drill Bits 
 

Single Cutter type 
Point Diameters from   5/32”   to   1-1/8” 

Various Drilling Depths 



The Hardtip Hand Chipper is used on the flat smooth 
surface of a stone only. (Sawed smooth or polished) 

The blade is placed at a slight angle and struck with a 
hand hammer. This tool is used to acquire a finished 

straight edge. Misuse will fracture the carbide. *Heavy 
duty chippers are available for stone masons. 

The Hardtip Hand Chisel is used to chisel off 
high spots on stone. It can also be used to 

trace lines or chip off edges of stone. 

The Hardtip Hand Point is used to remove high 
spots and to shape the stone.  

The Hardtip Hand Set is applied to the flat 
smooth surface of the stone only. The blade 

must be entirely on this surface.  It is used at a 
slight angle and struck with a hand hammer to 
remove excess stone, bringing it down to the 
desired size. (If a finished edge is desired,  

the chipper is then used after this tool.)  

The Hardtip Hand Tracer Is used to “trace” a 
straight line across the stone and then fol-

lowed with heavier blows of the hand hammer 
to split it. On larger stones, the traced line is 

used as a guide for drilling holes for shims and 
wedges. When the wedges are driven into the 

stone, it should split along this line. 

All Hardtip Tools will cut efficiently if the carbide is kept sharp and dressed to retain the correct 
shape. An 80 grit green silicon carbide grinding wheel is recommended for this. The heads on 

hand tools are hardened to allow moderate upsetting from the blows of the hand hammer.  
This upsetting should be kept dressed away to avoid chipping of the steel. 

Bicknell Supply Company recommends safety glasses be worn when using hand tools. 

Hand Chipper 

Hand Chisel 

Hand Point 

Hand Set 

Hand Tracer 
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Hardtip Hand Chipper 
 

   #956       1”       Blade         X         7/8” Stock             
   #913       1-1/2” Blade         X         7/8” Stock       
   #914       1-3/4” Blade         X         7/8” Stock       
   #915       2”       Blade         X          7/8” Stock             
   #1834     3”       Blade         X          7/8” Stock             
   #1902     4”       Blade         X       1-1/4” Stock          
   #1904     6”       Blade         X       1-1/4” Stock 

Hardtip Hand Set 
 

    #1248      1-1/2”   Blade   X        7/8”   Stock 
    #936        2”         Blade   X     1”         Stock 
    #937        2”         Blade   X     1-1/4”   Stock 
    #1249      3”         Blade   X     1-1/4”   Stock 

Hardtip Hand Tracer 
 

     #1250      1-1/2”   Blade   X       7/8”    Stock 
     #912        2”         Blade   X    1”           Stock 
     #934        2”         Blade   X    1-1/4”     Stock 
     #935        3”         Blade   X    1-1/4”     Stock 
     #1252      4”         Blade   X    1-1/4”     Stock 
     #1254      6”         Blade   X    1-1/4”     Stock 

Hardtip Hand Point 
 

                   #1824       1/2”  Stock Size                 
                   #1243       5/8”  Stock Size 
                   #909         3/4”  Stock Size 
                   #910         7/8”  Stock Size 

Hardtip Hand Chisel 
 

        #1835          1/8”  Stock & Cutting Edge 
        #1836          1/4”  Stock & Cutting Edge 
        #917            1/2”  Stock & Cutting Edge 
        #918            5/8”  Stock & Cutting Edge 
        #919            3/4”  Stock & Cutting Edge 
        #920            7/8”  Stock & Cutting Edge 
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Hardtip Hand Tools  

Stone Mason's,   Please see page 52 for Stone Masonry tools. 



Stone Masonry Tools  

#913-HD   1-1/2” Blade 

#956-HD   1” Blade 

#915-HD   2” Blade 

#914-HD   1-3/4” Blade 

#1834-HD   3” Blade 

Stone Mason Chippers 
 

Heavy Duty Carbide 
All have 7/8” Stock 
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Soft Stone Scriber 
 

#1839 
8-1/2” length 

Stone Mason Hammer 
 

#SMH4 
4 lb. 

with Wood Handle installed 



#2059   Pneumatic Carving Tool 
 

Air Consumption: 6 cfm..                                  Weight: 1-1/2 lbs.. 
Shank size: 1/2” Round                   Recommended Air Hose Size:  3/8” I.D.. 
Piston Size: 5/8” Dia.. 

#2060   Pneumatic Carving Tool 
 

Air Consumption: 7 cfm..                              Weight: 2-1/2 lbs.. 
Shank Size: 1/2” Round.         Recommended Air Hose Size: 3/8” 
I.D.. 

#2061   Pneumatic Carving Tool 
 

Air Consumption: 8 cfm..                          Weight: 3-3/4 lbs.. 
Shank Size: 1/2” Round    Recommended Air Hose Size: 3/8” I.D. 
Piston Size: 1” Dia.. 

#2062   Pneumatic Carving Tool 
 

Air Consumption: 10 cfm.. 
Shank Size: 5/8” Round 
Piston Size: 1-1/4” Dia.. 

Weight: 6 lbs.. 
Recommended Air Hose Size: 3/8” I.D. 

#840 Hose Cock 
For 3/8” Dia. Air Hose 

#841 Hose Cock 
For 1/2” Dia. Air Hose 

Hex Hose Nipples 
 

Part #                    For Hose Size                      Pipe Thread 
         842                                 3/8”                                 1/4” 
         843                                 1/2”                                 1/4” 
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Pneumatic Carving Tools & Accessories  

Hose Cock 
 

To be able to stop the air flow to the 
above Pneumatic Tools, you will need to 

install a Hose Cock into the air line. Fit the 
Hose Cock into the hose where it will be 

accessible, yet out of the way as you 
work. See the hose section in this catalog 

for air hose. 
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   Cleanup Chisel 
 
#971      1”        Blade 
#972      1-1/4”  Blade 
#896      1-1/2”  Blade 

 Machine Chisel 
 
#944      1/8” Blade 
#945      1/4” Blade 
#946      3/8” Blade 
#889      1/2” Blade 
#890      5/8” Blade 
#942      3/4” Blade 
#891      5/8” Blade 

    Cape Chisel 
 
#947      1/4” Blade 
#949      1/2” Blade 

          Ripper 
 
#1242      3/4”  Blade 
#938         1”    Blade 

Tooth Chisel, Soft Stone 
 
    #1213      1”         Blade 
    #1214      1-1/4”   Blade 
    #1215      1-1/2”   Blade 

  Hollow Drill, 1/2” Round Shank 
 
HDRS03102      5/16” Bit      2-3/4” D.D.    
HDRS03702      3/8” Bit        2-3/4” D.D.      
HDRS03704      3/8” Bit        4”        D.D.            
HDRS05003      1/2” Bit        3”        D.D.            
HDRS05005      1/2” Bit        5”        D.D.            
HDRS07504      3/4” Bit        4”        D.D. 
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Finishing tool used as a scraper to close up grain. 
Commonly for granite. 

Used for crisping lines, joining corners, detailing, or splitting. 
Cuts are narrower and deeper. 

For aggressive stock removal and roughing out 
on marble and softer stone. 

For faster stone removal on hard surfaces 
and hard to reach areas. 

Used where heavy removal and rough usage is required. 



Criss Cross 
 

#957      1/2” 
#958      5/8” 

  Carvers Drill 
 
#921      1/8”    Bit 
#922      3/16”  Bit 
#923      1/4”    Bit 
#924      3/8”    Bit 
#925      1/2”    Bit 

Three Blade Bushing Tool 
 

#1255      5/8” 

Cup Chisel 
 

#906      7/8” 

4 - Point 
 

#926      1/2” 
#927      5/8” 
#929      3/4” 

9 - Point 
 

#932      5/8” 
#939      3/4” 
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For aggressive stock removal when roughing out.  

Follows 4-Point, leaving a more uniform surface. 

Can be used after 4-Point 
and 9-Point to smooth and remove high 
spots, leaving an axed or brushed finish. 

Bushing tool that will close up the surface without 
digging in, leaving a unique finish.  

Cuts quickly leaving a unique cross-hatched finish. 
Follows the 9-Point or Three Blade Bushing Tool.  

Rotate gently between your fingers while the 
pneumatic tool provides the impact. 
For drilling holes up to 1/2” depth. 



Hand Hammer 
Our fine, forged hammers are available in sizes of  
2, 2-1/4, 2-1/2, 2-3/4, 3, 3-1/4, 3-1/2, 3-3/4, and 4 

pounds. Sold with or without a handle.  
Please specify if you want fiberglass or wood.  

Round Hand Hammer 
 

Our round style hammers are available in 
sizes of 2-1/2, 3, and 3-1/2 lb. 

Comes with a 12” round wood handle installed. 

Striking Hammer 
 

Hammers are available in  sizes of 8, 10, and 12 lb. 
Sold without a handle. The 32” fiberglass handle and the  

30” wood handle are sold separately and can be installed by us.  

Bull Set 
 

Available in sizes of 8, 10, and 12 pounds. 
Sold without a handle. The 32” fiberglass handle or the  

30” wood handle is sold separately and can be installed by us. 

Rifter Hammer 
 

Available in sizes of 8, 10, and 12 pounds. 
Sold without a handle. The 32” fiberglass handle or the  

30” wood handle is sold separately and can be installed by us. 

Wide Blade Rifter Hammer 
 

Available in sizes of 10 and 12 pounds. 
Sold without a handle. The 32” fiberglass handle or the  

30” wood handle is sold separately and can be installed by us. 
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Stone Hammers  



Wedges & Shims  

Hole 
Diameter 

Wedge & 
Shim Length 

Wedge 
Number 

Shim 
Number 

Average  
lbs. per 

Set 

Average 
Sets per 

lb. 

3/4” 4” 731 739  2 

3/4” 5” 1570 1582 3/4  

1” 6” 740 741 1-1/2  

1-1/8” 8” 1568 1569 2-1/2  

1-1/2” to  
1-5/8” 

12” 1571 1583 5-3/4  

1-1/2” to 
1-5/8” 

24” 1573 1585 11  

Hole Size Length Wedge Number Shim Number  

3/8” 2-1/2” 1594 1597 Sold per piece 

1/2” 2-5/8” 1566 734 Sold per piece 

5/8” 2-3/4” 727 735 Sold per piece 

“Plug & Feathers” 
 

Properly used, these wedges and shims will split most types of 
stone. The recommendations shown below are in reference to  
granite. Other types of stone may require a different hole size, 

depth, and spacing. Always wear personal safety protection when 
using these wedges & shims and any power equipment. 

Small Hole Stone Splitting Wedges & Shims 

Stone Splitting Wedges & Shims 

Power Wedges 
 

The above wedges can be produced with a round shank so they may be driven by a jackhammer 
or paving breaker using shims as designated. Round shank sizes available are 7/8” and 1”. 

For a quote, call with the hole size, depth, and shank size needed. 
Not a stock item. These wedges are made to order. 
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Sold per Pound 



Stone Lifting Clamp 
 

Stock Number      Max. Opening     Capacity (Tons)     Weight  
                764                          3”                         3/4                   6-1/2 lbs 
                765                          5”                          1                       23 lbs 
                766                          8-3/4”                    2                       79 lbs 
 

These clamps are furnished with 1/2” stud in base of opening. 
A pilot hole drilled into the stone is required for proper use. 

Alloy Pin Lewis   (Used in Pairs) 
 

     Stock               Pin                 Pin         Capacity    Size Alloy 
    Number        Diameter        Length        (To ns)        Chain  
      *755                1/2”               3-1/2”            3/8             1/4” 
       756                5/8”                  4”               3/4              1/4” 
       757                3/4”               4-1/2”          1-1/2             1/4” 
       758               7/8”                   5”                3                3/8” 
       759                1”                     6”             4-1/2             3/8” 
     *760              1-1/8”              6-1/2”             6                 1/2” 
     *761              1-1/4”                 7”                9                 1/2” 
     *762              1-1/2”                 7”               12                5/8” 
      
 
 

(* By Special Order Only. Check on Availability.) 

Curb Lifting Squeeze Clamp 
#767 

 
This clamp is designed for curb lifting only. 

Center chain lifts the clamp in the open  
position. Release center chain when lifting curb. 

Renewable rubber pads are bolted to the grip plates. 
 

Weighs 61 pounds. 
Max. Opening: 6” / Capacity: 1500 pounds. 

Use a chain length that is three times the length of span between 
the pins. Chain should form a triangle with 60   angles.  

Holes are drilled about 45   into the stone for pins. 

Stone Lifting  
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(Not for Monumental Lifting) 



Stone Splitter  
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Park Industries Hydrasplit Model X-18P 
 

Easy to use, comfortable to operate, and convenient to move around the job site. 
The Hydrasplit Model X-18P makes short work of the toughest splitting jobs. 

Simply adjust the top blade, position the stone, and then activate the air valve or manually pump the 
foot pedal. The stone is split - quickly, accurately, and with no splitting shock.  

 
Powerful 40,000 pound cutting force splits hard stone. 

Throat opening is 8-1/4” x 18” wide. 
Ergonomic 29” table height reduces worker fatigue. 

Hold down feature keeps cut material safely on table. 
Steel blades with exclusive “hard edge” cutting surface resist breakage and wear. 

Pneumatic tires help move the X-18P easily around the job site. 
 

Pneumatic power assist is powered from your air compressor. A lever valve is attached to the air 
supply hose with a quick disconnect. Air pressure should not exceed 125PSI. 
(A 2HP electric air compressor with a 3 gallon tank will operate this splitter. 

An air compressor with 4-1/2HP to 5HP and a 10 gallon tank is better. Of course, the larger the air 
compressor, the less time waiting for ample air pressure to be available.) 

Please Note: This straight blade machine is not designed to split field stone or boulders.  
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Credit Application 
 

Company Name: ______________________________________________________ 
 
Invoicing Address__________________________   Ship to________________________________ 
 
City________________ State______ Zip________  City_____________ State______ Zip________ 
 
Phone:________________________________      Fax:___________________________________ 
Business Type:      [ ] Sole Proprietorship        [ ] Partnership         [ ] Corporation in _________State 
Years in Business__________________ 
 
Name & Address of Principals 
________________________________________________________________________________
________________________________________________________________________________
________________________________________________________________________________ 
 
Contact Person for Account Receivables_______________________________________________ 
 
Bank Reference___________________________________________________________________ 
________________________________________________________________________________ 
 
3 Trade References 

Prefer                                  Company________________________________ Contact___________________ 
Stone Industry Related      Address__________________________________________________________ 
                              Phone___________________________ Fax_____________________________ 
 
                             Company________________________________ Contact___________________ 
                             Address__________________________________________________________ 
                             Phone___________________________ Fax_____________________________ 
 
                             Company________________________________ Contact___________________ 
                             Address__________________________________________________________ 
                             Phone___________________________ Fax_____________________________ 
 
The undersigned agrees to bear final responsibility for the payment of this account in full, regardless of whether he sells his business to another party, 
or discontinues operating this business. As to anyone signing on behalf of a corporation, there shall be personal liability, as well as corporate liability 
for the amount due and owing for said account. 
Interest charges shall be assessed to any account in delinquent status at the rate of 1.5% per month (18% per annum) 
Should it become necessary to collect on this account through an attorney or a collection agency, then the undersigned shall pay all such costs of such 
collection, including reasonable attorneys' fee and court costs and all interest due and owing from the date of default. 
 
My signature on this credit application constitutes my consent to the terms and conditions therein. Everything I have stated in this application is correct 
to the best of my knowledge and you are hereby authorized to check my/our credit history, to answer questions about my/our credit experience, and to 
confirm the information on this application with my bank. 
 

Signed:   ______________________________________   Date:   __________________________ 
 
Print Name:   ___________________________________ 

P.O. Box 900                               Ph.  800 241 7105         Local: 706 283 1901 
Elberton, GA.   30635                  Fax: 706 283 8230 
www.bicknellsupply.com 
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Hand Trucks                                           Page 30 
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Lead, Setting                                          Page 33 
Lifting, Monument - Mausoleum             Page 31 
Lifting, Stone                                          Page 58 
3M Adhesive Transfer Tape                   Page 19 
3M VHB Tape                                         Page 33 
Mask, Respiratory                                  Page 28 
Mask, Respiratory - Disposable             Page 28 

Masking Tape                                         Page 21 
Mausoleum Hardware                            Page 43 
Moisture Separator                                 Page 26 
Name Plates, Personalized                    Page 34 
Nozzles, Blasting                                    Page 11 
PK Lindsay Parts                                      Page 6 
Plastic, Setting & Stock                          Page 34 
Paint Brush, Artist                                   Page 25 
Plastic Die Cutting Characters               Page 16 
Polishing Disc                                   Page 46, 47 
Ruemelin Parts                                         Page 6 
Rulers                                                     Page 21 
Safety Glasses - Goggles                       Page 29 
Sealers for Stone                        Page 40, 41, 42 
Setting Compound                                  Page 33 
Shaping Curtain                                        Page 4 
Sight Screen, for Curtain                        Page 26 
Silicone Sealant                                      Page 33 
Slings, Lifting                                          Page 31 
Spray Gun, Lithichrome                          Page 25 
Stencil Filler Jars                                    Page 20 
Stencil Knives                                         Page 20 
Stencil Machines                                    Page 16 
Stencil Rollers                                        Page 20 
Straight Rule                                           Page 21 
Tape                                           Page 19, 20, 21 
Tracing Paper                                         Page 21 
Triangles                                                 Page 21 
Wax for Stone                                   Page 41, 42 
Wedges & Shims                                    Page 57 
Zig Zag Sifter                                          Page 26 



Full line catalogs are available from the following company’s.  
Ask your Bicknell Supply Representative. 

 

IPG/Anchor 
3M Company 
Tenax USA 

Alpha Professional Tools 
Cleveland Lithichrome 

 
We will continue to update our catalog.   If you do not see a particular item, give us a call. 

We carry a large inventory of stone working tools and supplies. 

BICKNELL Supply Company            Phone: 800 241 7105            Local: 706 283 1901 
 

www.bicknellsupply.com 

Bicknell Supply Company Account Number: _____________________________________ 
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Sales and Service 
Bicknell Supply Company 

360 College Avenue 
P.O. Box 900   (mail) 

Elberton, Georgia 
30635 

Phone:    800 - 241 - 7105 
Local:     706 - 283 - 1901 
Fax:        706 - 283 - 8230 

generalinformation@bicknellsupply.com 
 

Store Hours 
Monday - Friday 
8:00am - 5:00pm 

Main Office and Accounting 
Bicknell Supply Company 

4 Sea Street Place 
P.O. Box 967   (mail) 

Rockland, Maine 
04841 

Phone: 800-355-8354 
Fax:      207-594-8376 

bicknellsupplyco@myfairpoint.net 
 
 

Office Hours 
Monday - Friday 
8:00am - 5:00pm 

www.bicknellsupply.com��

Quarry      Memorial      Sculptor      Counter Top  
Interior and Exterior Building Fabrication �
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